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List of  Service Bulletins  

SB No Date  Tit le Affected Serial no.õs  AD 

(EASA) 

ADxC- 51 -

SB- 001  

06 - Mar-

2020  

Oratex ð on-

condition 

Maintenance  

All aircraft with Oratex  

installed under ADxC -

51 - 001 - AMM Edition 

7.2 or earlier  

none  

 NOTE   This is the Service Bulletin  list of  STC1 ADxC- DC- 51 - 001  thru 699 . 

For the aircraft SB list, refer to the TC holder documentation . 

 

 

 

 

1 Refer to 02 - 20  Terminology  and Abbreviations  
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01  Introduction  

01 - 00  General  

The ORATEX® cover and coating system is developed by LANITZ-PRENA 

FOLIEN FACTORY GmbH, Leipzig, Germany, to suit any fabric covered 

airplane, just as cotton , linen  or other polyester based fabric systems. 

In addition it also serves as top coating in areas traditional ly not 

fabric covered but paint top coated. F urther the system offers 

corresponding material for striping and coloring.  

Any other use of the ORATEX® system beyond this application, both in 

aviation but also in all other areas, has not been tested. Any liab ility 

and warranty of LANITZ-PRENA FOLIEN FACTORY GmbH and Aircraft Design 

& Certification GmbH (ADC)  for improper use and unauthorized 

processing is excluded.  

 NOTE  It must be noted that although developed to suit any type of airplane, 

the system has been technically evaluated for the  airplanes lis ted in 

Chapter 04 . Additionally, the airplanes for which a formal authority 

approval has been granted are identified there.  

The core element is ORATEX® fabric which is  a heat shrinkable, 

polyester fabric with  polyurethane coating  which is available in two 

grades ( ORATEX® 6000 and UL600) 

The system further includes :  

¶ adhesives  

¶ reinforcing tapes  

¶ surface tapes (straight edge or pinked edge)  

¶ rib bracing tape s 

¶ top coat paint system  

¶ striping foils  

¶ rib - lacing c ord  

¶ degreaser  

¶ adhesive remover  

¶ protective wax  

¶ cleaner  

¶ decorative finishing materials  
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The ORATEX® as such, as well as  reinforcing and surface  tapes  (straight 

edge or pinked edge) , cord s, coatings and striping foil is available in a 

variety of colors.  

The advant ages of the ORATEX® cover system are:  

¶ consistent a rea weight due to uniform automatic top coat application 

by coating technology  

¶ a significant weight saving versus traditional cover & top coat systems  

¶ color - matching paint system  

¶ easy and color  matching rep air or rework  

¶ homogeneous  surface  

¶ no need for (spr ay) paint application on top of the coating  

¶ solvent free application  

¶ time - saving, approx. half the time of a conventional covering 

necessary  

01 - 10  Coverage  

This manual only covers the airplanes listed in Chapter 04  for which 

installation approval must be o btained by means of an engineering 

order from EASA DOA.21.J.411. For all others the installer is 

responsible to receive the respective approval . 

The manual also covers the quality control aspects the installer has to 

adhere to with respect to the materials  ordered at and received from 

LANITZ-PRENA FOLIEN FACTORY GmbH, Leipzig, Germany, 

All materials of the system are described and defined,  however 

procedures are given only for the generic ORATEX® fabric. Other 

ORATEX® system materials such as the top coatin g and striping foil 

materials are to be used with standard practices . 

01 - 20 Related Publications  

AC43. 13 - 1B 9/8/98  

MALTE Tester Manual, Doc. N° ADxC - 51 - 901 - AMM 
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01 - 30 Addresses  

Contact for ordering parts  and material : 

Firm  Address  

LANITZ-PRENA 
FOLIEN FACTORY GmbH 

Am Ritterschlösschen 20  

D- 04179 Leipzig  

www. ORATEX.eu 

In case of change of ownership of the airplane, design deficiency or 

occurrence in relation with this STC, please contact:  

Firm  Address  

Aircraft Design Certification Gmb H 

(ADC) 

Reichensteinst rasse 48  

D- 69151 Neckargemünd  

E- mail: stc@aircraftdc.de  

LANITZ-PRENA FOLIEN FACTORY GmbH developed the Sys tem and is the 

according STC Holder . The company has discharged the obligations 

with respect to Part 21 . requ irements to ADC EASA DOA.21.J.411 .  

mailto:mb@aircraftdc.de
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02  How to Use the M anual  

02 - 00  General  

The format and contents of this manual have been  prepared in 

accordance with the GENERAL AVIATION MANUFACTURERS 

ASSOCIATION (GAMA) Specification No. 2.  

The contents of this manual a re organized in t hree  levels:  

¶ Group  

¶ System/Chapter  

¶ Subsystem  (if needed)  

Group  

Groups used in this manual are:  

Group  Chapters  Definition / Remark  

General  01 & 02  General information  

Aircraft  03 to  05  Complete operational unit, 

limitations  

Airframe & Structure  20 & 5 1 All airframe systems except 

power plant  

Supplementary information  To be collected 

in Appendix  

Forms, Advanced  maintenance 

instructions, Service bulletins 

etc.  

System/Chapter  

Systems are arranged numerically per GAMA Specification 2 (ATA 1 00) 

recommended number assignment . The first two numbers indicate 

the chapter  or system;  the second two indicate the sub - system or 

section (for example Chapter 02 - 10 ).  

When a subsystem is further divided into units, a third element is 

added to the number sequence, e.g. 53 - 20 - 01  

The table of content lists only those chapter numbers which are used 

in this supplement .  



  A division of  

ORATEX® App lication  Manual   LANITZ-PRENA 

& Airplane Maintenance Manual Supplement   FOLIEN FACTORY GmbH 

Page 14  Issue: 06 - Mar- 2020  

02 - 10  NOTES 

Note s and safety notes in this handbook are  marked by the words 

NOTE, IMPORTANT, NOTICE, CAUTION, WARNING or DANGER in the 

left ma rgin column. The text of the note or safety note is printed in 

bold. See the following definitions : 

  DANGER  indicates a hazardous situation , which, if not avoided, will result in 

death or serious injury.  

  WARNING  indicates a hazardous situation , whic h, if not avoided, could result in 

death or serious injury.  

  CAUTION  indicates a hazardous situation , which, if not avoided, could result in 

minor or moderate injury.  

 NOTICE  is used to address practices not related to physical injury.  

 IMPORTANT  repr esents an important hint.  

 NOTE  represents a remarkable hint.  
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02 - 20  Terminology  and Abbreviations  

Term  Meaning  

adhesive  within the ORATEX® system used materials : 

ORATEX® Dispersion and Hotmelt Adhesive  

attach  generally means, that the following processe s are 

finished:  

¶ adhesive applied on both the fabric and the 

structure  

¶ adhesive dried,  

¶ adhesive applied a second time  

¶ adhesive dried again,  

¶ adhesive hardened  by applying heat  while fabric 

pressed to the contact area,  

¶ and where required, fabric laced.  

Refer to the applicable Chapters/Sections for 

detailed procedures.  

on condition  means that the eleme nt in question has no specified 

absolute life limit but that the element can be 

accepted for further flight after meeting specific 

criteria.   

rib bracing 

tape  

Tapes crosswise attached between ribs to stabilize 

them.  From ORATEX® 6000 (straight cut)  

lacing  Generally the attachment of fabric to the structure 

by means of threads.  

reinforcing 

tape  

From ORATEX®6000 (straight cut)  

surface tape  Straight edge or pink ed edge ( zig - zag)  tape from 

ORATEX®UL600  

BVS German certification specification for gliders  

DDP Declaration of Design & Performance  

IR Infrared  

STC Supplemental Type Certificate  

TCDS Type Certificate Data Sheet  
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02 - 30  Standard Elements  

Graphical Elem ents  

The following graphical elements are generally used within this 

manual:  

 

Text Elements  

The following text elements are generally used within this manual:  

Normal text  

¶ Itemization  

Ẓ Instructions  

Ẓ Instructions within a safety note  

Head Lines  

Head Lines  (when referenced)  

20% black

5% black

structure (general)

fabric

fabric layer

underlying surface structure

70% black

100% black
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02 - 40  Safety 

Ẓ Make sure that you have all n ecessary ratings to begin your work. 

These ratings may be differently regulated in different countries. 

Before you start working, always contact your respective examiner. 

For applications in the scop e of the EASA an approval by a Part 66 

licensed examiner is imperative while in the scope of the FAA it has to 

be approved by an IA licensed A & P (airframe and powerplant 

mechanic with IA entry). In case of aircrafts addressed under EU 

REGULATION (EU) 2018/1139 Annex I, the national aviation authority 

and exami ner have to be contacted . The approval is documented by a 

signature on the Engineering Order and a record in the logbook of the 

aircraft. In addition, a form 337 has to  be filled in in scope of the F AA. 

Appropriate regulations of other countries must also b e observed. 

With the approval, the compliance to the requirements of the STC is 

confirmed.  

Ẓ Do not start fabric application or any related preparations without an 

expli cit Engineering Order from Airc raft Design & Certification Ltd.  or 

other relevant authority approval applicable to the respective airplane.  

Ẓ Do not begin any work before completely having read and understood 

the contents of this manual.  

Ẓ Remove adhesive and dope only in explosion proof ro oms with 

exhaustion device . 

Ẓ Wear ventilated protective clothing, protective goggles, chemical 

resistant gloves  and respiratory mask when working with solvents or 

in dusty conditions.  

Ẓ Wear safety gloves to protect yourself aga inst high temperatures.  

Ẓ Observe  and follow the instructions of the products data and safety 

sheets  (refer to www.oracover.eu ). 
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03  Description  

03 - 01 Materials  

The ORATEX® System consists of the following materials 2 (also see 

Amplified Information  Paragraph  of this Chapter ): 

ADxC- DDP 

Num ber  

Material 

designation  

Application /  

Explication  

LANITZ AVIATION 

 Product Code  

(xxx= color , yyy=width in [mm] or 

[cm], zzz=length in [m]  

ADxC- 51 - DDP-

001  

ORATEX® 6000 

Basic cover fabric 

14 0 -  19 0g/m² 

depending on 

color  and  number 

of color  layers  

14 - xxx - yyy- zzz  

Standard widths  90cm and 180cm  

yyy=width in [cm]  

ORATEX® 

rib bracing tape  
Rib bracing  

17 - xxx - yyy- zzz  

Standard width 25mm  

yyy in [mm]  

ADxC- 51 - DDP-

002  
ORATEX® UL600  

Basic cover light 

fabric grade 90 ð 

13 0 g/m² 

depending on 

color  and number 

of color  layers  

13 - xxx - yyy- zzz  

Standard widths  90cm and 180cm  

yyy=width in [cm]  

ADxC- 51 - DDP-

003  

ORATEX® DISPERSION 

HOTMELT 

ADHESIVE (separate 

components)  

2K Adhesive  

system -  

unmixed 3 

0987 (1l) , obsolet e 

0988 (5l) , obsolet e 

0989 (10l) , obsolet e 

ORATEX® DISPERSION 

HOTMELT 

ADHESIVE 

(premixed)  

Adhesive system, 

premixed 3 

0974 (50ml)  

0975 (100ml)  

0976 (500ml)  

0977 (1l)  

0978 (5l)  

0979 (10l)  

 

2 Shelf - life 5 y ears from delivery date for all ORATEX® fabric. If shelf - life is exceeded, material 

needs to be checked against requirements defined in Chapter 04 - 10.  

3 Shelf - life 3  months at  25  °C (77 °F), short time (max. 24 h) allowance 30 °C (86 °F)  
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ADxC- DDP 

Num ber  

Material 

designation  

Application /  

Explication  

LANITZ AVIATION 

 Product Code  

(xxx= color , yyy=width in [mm] or 

[cm], zzz=length in [m]  

ADxC- 51 - DDP-

004  

ORATEX® UL600 

Pinked edge 

surface  tape  

Surface  tape 4, 

zig - zag edge  

from ORATEX® 

UL600 with 

thermo - plastic 

adhesive.  

15 - xxx - yyy 

Standard widths  25, 50, 75, 100, 

125, 150mm  

yyy in [mm]  

ORATEX® UL600 

Straight e dge 

surface  tape 

Dto 4, straight cut  

16 - xxx - yyy 

Standard widths  25, 50, 75, 100, 

125mm ; any widths available upon 

customer req uest.  

yyy in [mm]  

ADxC- 51 - DDP-

005  

EASYPLOT ® 

UV- stabilized 

color ed polyester 

foil, with 

permanent 

pressure sensitive 

polyacrylate 

adhesive  

150/15 2/153/154/160/162/  

163/164/182/187/188/189/  

195/197/198/199/1450/1452/  

1453/1454/1550/1552/1553/15

54/ - xxx - yyy 

ORALINE®  

Trim line for 

optical decoration  

made of 

EASYPLOT ® 

26 - xxx - yyy  

Standard widths : 5, 10, 15, 20;  

all other widths  by customer 

request . 

yyy in [mm]  

ORATRIM® 

Wide trim line for 

optical decoration  

made of 

EASYPLOT ® 

27 - xxx - yyy 

Standard w idth s: 9. 5 cm in 2 and 

5 m rolls.   Standard width 12  cm 

25  m rolls.  

ADxC- 51 - DDP-

006  
ORACOLOR® 

Top coat paint 

system  

1121/1122/1110 - xxx - A 

(A=marking paint)  

1121 - xxx - B (B=permanently 

elastic)  

ADxC- 51 - DDP-

007  
ORACOLOR® Thinner  

Thinner for 

ORACOLOR® 
1100 - 996 (1000ml)  

 

4 serves as a cove r for stichings as well as for overlaps and holes caused by stiching. In the 

nose region also used as a sacrificial layer.  
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ADxC- DDP 

Num ber  

Material 

designation  

Application /  

Explication  

LANITZ AVIATION 

 Product Code  

(xxx= color , yyy=width in [mm] or 

[cm], zzz=length in [m]  

ADxC- 51 - DDP-

008  

ORACOLOR® 

Hardener for 

Spraying  

Hardener for 

ORACOLOR® (to be 

sprayed)  

1100 - 997 (500ml)  

ADxC- 51 - DDP-

009  

ORACOLOR® 

Hardener for 

Brushing  

Hardener for 

ORACOLOR® (to be 

brushed)  

1100 - 998 (500ml)  

ADxC- 51 - DDP-

010  
ORACOLOR® Filler  

Surface treatment 

to prevent cracks  
1100 - 999 (1000ml)  

ADxC- 51 - DDP-

011  

ORACOLOR® Matt -

Finishing Agent  

To be added with 

hardener to 

ORACOLOR® for 

flattening  

1100 - 995 (500ml)  

ADxC- 51 - DDP-

012  
ORATEX® Cleaner  

Liquid cleaner for 

all ORATEX®, 

ORACOLOR®, 

EA SYPLOT ®, 

ORATRIM®, ORALINE® 

products  

08200  (500 ml)  

08210 (1000 ml)  

 

ADxC- 51 - DDP-

013  

ORATEX® Adhesive 

Remover  

Remover for the 

ORATEX® 

DISPERSION 

HOTMELT 

ADHESIVE5 

09 57 (250ml)  

0958 (500ml)  

0959 (1000ml)  

ADxC- 51 - DDP-

014  

ORATEX® UL 600  

Repair - Sheet (A4)  

Repair of small 

damage . ORATEX® 

UL 600 with 

ORATEX®  

Self Adhesive 

(DDP- 014) 

already applied.  

18 - xxx - yyy (A4 sheet)  

Available in all ORATEX UL600 

colours.  

ADxC- 51 - DDP-

015  

ORATEX®  

Self Adhesive  

Adhesive for 

attaching trim 

and decoration 

material . 

08540 (10 0 ml) liquid sticky - back 

adhesive;  

08541 (250 ml) thinner  

 

5 Application only on non - polymerized adhesive.  
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ADxC- DDP 

Num ber  

Material 

designation  

Application /  

Explication  

LANITZ AVIATION 

 Product Code  

(xxx= color , yyy=width in [mm] or 

[cm], zzz=length in [m]  

ADxC- 51 - DDP-

016  

ORATEX®6000 

Straight e dge 

reinforcing t ape 

Reinforcing tape, 

straight cut  

from ORATEX® 6000 

with 

thermoplastic 

adhesive.  

19 - xxx - yyy 

Standard widths  25, 50, 75, 100, 

125mm ; any width s available upon 

customer request.  

yyy in [mm] . 

 

ADxC- 51 - DDP-

017  

Rib lacing cord  for  

ORATEX® 

Used for fabric 

stitching  
08140  

ADxC- 51 - DDP-

018  

Primer (solvent ) 

ORATEX®  

for tapes  

Adhesion 

promoting  agent 

when attaching 

ORATEX® tapes  

08570 (100ml ) 

08571 (25 0ml ) 

08572 (500ml ) 

08573 (1000ml ) 

Alternative  granulate,   

HazMat- free  (HazMat - >Hazardous 

Materials) : 

08566 2,5g for 250ml primer  

08567 5g for 500ml primer  

08568 10g for 1000ml primer  

ADxC- 51 - DDP-

019  

ORATEX®6000 with 

backside coating  

Basic cover fabric 

12 0 -  210  g/m² 

depending on 

color  and number 

of color  layers  

514 - xxx - yyy (900 and 1800 mm) -

zzz  

ADxC- 51 - DDP-

020  

ORATEX® UL 600  with 

backside coating  

Basic cover with 

110 -  140  g/m² 

depending on 

color  and number 

of color  layers  

513 - xxx - yyy- zzz  

ADxC- 51 - DDP-

021  

ORACOLOR® Wash 

Primer  

Anticorrosive 

treating and 

adhesion 

promoting agent  

0983  

0984  

0985  

ADxC- 51 - DDP-

022  
ORATEX® Wax Protective wax  08240  

ADxC- 51 - DDP-

901  
MALTE Tester  

Material Aging 

Limitations Test 

Equipment  

08485  
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All material ordering codes use  the same color  coding:  

Color ORATEX® UL 600 ORATEX® 6000 Color 

English German Sample6 
Standard 

Code 

Code with 
backside 
coating 

Standard 
Code 

Code with 
backside 
coating 

Code xxx 

Natural white7 Naturweiß 
 

13 - - - 000 

White Weiß 
 

13 513 14 514 010 

Grey Grau 
 

13 - 14 514 011 

Antique7 Antik 
 

13 - - - 012 

Pearl white Perlweiß 
 

- 513 - 514 016 

Olive drab Tarnoliv 
 

13 - 14 - 018 

Corsair blue Corsairblau 
 

- 513 - 514 019 

Fokker red Fokkerrot 
 

13 513 14 514 020 

Cub yellow Cub gelb 
 

13 513 14 514 030 

Gold yellow Goldgelb 
 

- 513 - 514 032 

Sky blue Himmelblau 
 

13 513 14 514 053 

Orange Orange 
 

- 513 - 514 060 

Black Schwarz 
 

13 513 14 514 071 

Silver Silber 
 

- 513 - 514 091 

 

6 Colors can deviate from original depending on display device  

7 uncolored ORATEX® does not feature the same level of UV protection  and therefore has more 

stringent limits, see chapter 04.  
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Amplified Information  

This paragraph contains amp lified i nformation t o some of the above 

presented m aterials . 

ORATEX® Rib Bracing Tape  

 

 

If the original design shows a rib bracing tape, it is to be substituted 

by the ORATEX® rib bracing tape when installing ORATEX®. Available in a ll 

ORATEX® colours.  

ORATEX® UL600 Repair Sheets  

 

 

ORATEX® UL600 repair sheets are available in all ORATEX® colours.  
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ORATEX® Self- Adhesive  

 

Item number:  

08540  

You can use this liquid adhesive to make your own self - adhesive 

decoration patch.   

 NOTE  Do not use this adhesive for any  structural bo nding  purposes . 

  WARNING  Solvents can be harmful to health.  

Ẓ Wear ventilated protective clothing, protective goggles, chemical 

resistant gloves and respiratory mask when working with solvents.  

Ẓ Observe the instr uctions of the solvent security and data sh eet.  

ORATEX® Special Thinner  

 

Item number:  

08541  

 NOTE  Use this thinner  only in connection with the ORATEX® Self- Adhesive.  

If ORATEX® Self- Adhesive is stored in a can which was opened, its 

viscosity can increase, due to solvent evaporating. This can be 

reversed, by adding some solvent and stirring well.  

Also excessive adhesive can be removed with this solvent.  
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  DANGER  Electric shock possible, if liquid gets into the iron.  

Ẓ Ensure iron is unplugged, when cleaning the iron.  

Ẓ Never plug the iron in, if it is still wet with solvent.  

If by accident, adhesive gets onto the iron, it can be removed with the 

solvent. The cleaning process must only be carried out, when the iron 

is cold.  

  WARNING  Solvents can be harmful to health.  

Ẓ Wear ventilated protective clot hing, protective goggles, chemical 

resistant gloves and respiratory mask when working with solvents.  

Ẓ Observe the instructions of the solvent security and data sheet.  

 NOTICE  The solvents are  very aggressive. Repeated application can damage 

the coated sur face of ORATEX® and even remove the coatings.  

Ẓ Extra care should be taken using the solvents  on painted surfaces.  

ORATEX® Dispersion Hotmelt Adhesive  

 

Item number:  

0974 (50  ml)  

09 75 (100  ml)  

0976 (500  ml)  

0977 (1  l) 

0978 (5  l) 

0979 (10  l) 

When using ORATEX® Dispersion Hotmelt Adhesive the adhesive 

container must be closed in between applications to prevent the 

adhesive from drying. When you pause or break from the adhesive 

application process the brush must be put into cold water 

immediately to be cleaned , and it has to  be dried with a dry cloth 

before reusing. Only after this process the brush can be used again. 

We strongly recommend that the adhesive container is closed after 

every single taking of adhesive with the brush to prevent an 

unnecessary drying  of the adhesiv e at the rim and the inner sides of 

the container. Never use warm water for cl eaning as the adhesive will 

be activated thereby, which makes the brush unusable.  
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 NOTE  Please pay attention to the manufacturing date of the ORATEX® 

dispersion h otmelt adhesive . The shelf time is only 3 months from the 

date of manufacturing.  

ORATEX® Adhesive Remover  

 

Item number:  

0957 (250 ml)  

0958 (500 ml)  

0959 ( 1000 ml ) 

The ORATEX® Adhesive Remover serves to remove fresh ORATEX® 

Dispersion Hotmelt Adhesive. You soak an uncolored  (white) piece of 

natural fiber  cloth (e.g. cotton) with the adhesive remover. With this 

moistened piece of cloth, you can lightly wipe two to three times over 

the surface to remove the excess adhesive.  

  WARNING  Solvents can be harm ful to health.  

Ẓ Wear ventilated protective clothing, protective goggles, chemical 

resistant gloves and respiratory mask when working with solvents.  

Ẓ Observe the instructions of the solvent security and data sheet.  

 NOTICE  The ORATEX® Adhesive Remover is ve ry aggressive. Repeated 

application can damage the coated surface of ORATEX® and even 

remove the coatings.  

Ẓ Extra care should be taken using the ORATEX® Adhesive Remover on 

painted surfaces.  
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ORATEX® Rib Lacing Cord  

 

Item number:  

08140  

The ORATEX® rib lac ing cord is used for rib  stitching . 

ORATEX® Surface Tape  

 

 

To cover the rib stitching process, either pink ed edge surface tapes or 

straight edge surface tapes are used for sealing the stitching process. 

They are available in all ORATEX® colors . 

The backs ide of the tapes is coated with heat activated adhesive, 

which allows the tapes to be ironed - of too, if necessary.  
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ORATEX® Wash- Primer  

 

Item number:  

0983 (100 ml)  

0984 (500 ml)  

0985 (1 Litre ) 

To pre - treat  metal surfaces of aircraft construction the use of  ORATEX® 

Wash- Primer is essential as metal surfaces will oxidize and corrode 

without this protective coating. This applies to both, steel and 

aluminum. When dealing with open tubular structures care must be 

taken to ensure the inside of tubes are protected  as moisture which 

condenses in the tube will lead to irreversible corrosion damage. 

Before applying the ORATEX® Dispersion Hotmelt Adhesive make sure 

the Wash- Primer has dried completely (24 h at room temperature , 

inside of open tube structures as the cas e may be considerably 

longer ). The Wash - Primer can also be used as a base primer for 

varnishing metal surfaces with ORACOLOR® paint.  

 NOTE  Before use clean all surfaces thoroughly!  

The mixed Wash- Primer  has a pot - life of 8 h at 18 - 22°C 

 IMPORTANT  For tub e structures, in particular open tube structures observe and 

follow the manufacturerõs corrosion protection and ventilation 

provisions.  



A division of    

LANITZ-PRENA  ORATEX® Application Manual  

FOLIEN FACTORY GmbH  & Airplane Maintenance Manual Supplement  

Issue: 06- Mar- 202 0 Page 29  

Primer for ORATEX® Tapes 

 

Item numbers:  

08570 (100  ml)  

08571 (250  ml)  

08572 (500  ml)  

08573 (1000  ml)  

Alternative g ranul ate:  

08566 (2.5  g for 250  ml primer)  

08567 (5  g for 500  ml primer)  

08568 (10  g for 1000  ml primer)  

The Primer for ORATEX® tapes bonds the ORATEX® surface tapes safely to 

the underlaying ORATEX® fabric.  

The alternative primer granulate (e.g. for US custome rs) is dissolved 

by the cu stomer himself with acetone according to the instructions on 

the packaging.  

Application method is identic to standard ORATEX® primer:  

Apply to both sides, the adhesive side of the tape and the underlaying 

ORATEX® fabric . Apply the  tape wet in wet and press  down gently.  

The primer has to be 100% dried before heat can be applied. If it is 

not 100% dry you'll get solving bubbles.  

Second method:  

Apply only to the adhesive side of tape and press down gently to the 

underlaying ORATEX® fabric.  

Allow to dry thoroug hly before applying heat.  

Degreaser for ORATEX® 

 

Item number:  

08245 (250 ml)  

08246 (500 ml)  

08247 ( 1000  ml ) 

The Degreaser for ORATEX® is mandatory for cleaning all metal, plastic, 

glass composites , carbon composites  and ORATEX fabric surfaces  
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before applying reinforcing  and surface  tape , seams and  overlaps , 

ORATEX® Dry Repair patches, ORATEX® Dispersion Hotmelt Adhesive or 

paint.  

Proper Cleaning  

Ẓ Clean ORATEX® surfaces only with ORATEX® Degreaser.  

Painted non - ORATEX® surfaces requ ire 3 steps:  

Ẓ Clean with ORATEX® degreaser  

Ẓ Sand the surface  

Ẓ Clean once more with ORATEX® degreaser  

Always clean in two phases:  

Ẓ Wet the surface with ORATEX® degreaser  

Ẓ Absorb the residues with a clean paper towel  

 IMPORTANT  The degreaser cannot dissolve resi dues (grease, silicone, dirt, etc.) in 

an evaporation process -  as often assumed.  

Ẓ You must absorb t he residues with a clean paper towel.  

The procedure in detail:  

  CAUTION  The degreaser can harm your skin by depriving grease . 

Ẓ Wear chemical resistant glov es, when working with the degreaser.  

Ẓ Soak a paper towel with ORATEX® degreaser and wet the surface to be 

cleaned.  

Ẓ Absorb residues with a clean paper towel by wiping only once and 

only in one direction  over the wet surface . (Repeated wiping or wiping 

back a nd forth would spread the degreaser with residues over the 

surface.)  

 NOTE  You can turn the paper towel when wiping so that you have the 

complete throughput to absorb the degreaser and the residues.  

Ẓ If the surface did not  become completely dry, repeat the  absorbing 

procedure with a new paper towel.  
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 NOTICE  Even finest traces of grease (e.g.  from a fingertip ) or dust on the 

cleaned  area can corrupt the bonding.  

Ẓ Never touch nor allow anything to contaminate the bonding area after 

cleaning.  

2K- Filler  

 

Item number:  

08445 (3 00  g) 

 

The 2K - Filler comes with good filling properties, dries fast  and can be 

sanded easily. It has been developed to be the base for the ORACOLOR® 

Paint - system. The 2K - Filler is always supplied with the matching 

hardener.  

2K- Combination - Filler  

 

Item number:  

08440 (100 ml)  

08441 (500 ml)  

08442 (1 000  ml ) 

The 2K - Combinat ion - Filler has easy filling features and, after drying, 

can be sanded easily. It bonds well to all kinds of surfaces. It has been 

developed to be the base for the ORACOLOR® Paint- system.  

Color : matt light grey  
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ORACOLOR® Elastic Paint  

 

 

A) marking paint: ORACOLOR® marking paint is a two - component hard 

paint which should crack in case of a defective structure underneath. 

This crack òmarksó there may be a problem and a further inspection is 

necessary.  This, however, does not substitute any manufacturer 

required inspections.  Available in all ORACOVER® and ORATEX® color  

shades.  

B) permanently elastic  paint : The ORACOLOR® B- type is a chemically 

òpermanent elastic two- component p aint systemó. The elasticity is 

archived by its formulation, NOT by adding monomeric plasticisers. 

The ORACOLOR® paint system is an especially developed lightweight 

aircraft paint system without hea vy filling compound. It is based on 

pure high - quality pigm ent only. There are two different hardeners 

available: one for spraying and one for brushing.  

ORACOLOR® Thinner  
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The ORACOLOR® thinner is used for adjusting the ORACOLOR® viscosity to 

the paintin g equipment. It can be used with regular spray gun 

systems  and for very small touch up jobs with airbrush system, which 

may require up to 40% thinner.  

ORACOLOR® Hardener for Spraying  

 

 

It sets a lower base viscosity for spraying equipment which may 

require a final adjustment for the specific equipment used.  

ORACOLOR® Hardener for Brushing  

 

 

It sets a higher viscosity for colour application by means of a brush.  
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ORACOLOR® Matt - Finishing Agent  

 

 

ORACOLOR® matt - finishing agent is added to the ORACOLOR® paint 

system for flattening. It needs to receive hardener to o, in a mixing 

ratio of 2:2:1.  

EASYPLOT® 

 

 

EASYPLOT® is a UV- stabilized coloured polyester foil, with permanent 

pressure sensitive polyacrylate adhesive. It is provided with a cutting 

support backing. This allows the film to be used in cutting machines 

(plotters) for design and letter cutting. EASYPLOT® is made of real 

polyester and is approved to be used in laser cutting machines, too.  
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ORALINE® 

 

 

Trim line for optical decoration made of EASYPLOT®. Available in all 

EASYPLOT® colours. Standard widths: 5,  10, 15, 20 mm. All other widths 

by customer request.  

ORATRIM® 

 

 

Wide trim line for optical decoration made of EASYPLOT®. Standard 

widths: 9,5 cm in 2 and 5 meter rolls. Standard widths: 12 cm in 

25  meter rolls  

ORATEX® Cleaner  

 

Item number:  

08200 (500 m l) ready to use  
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Item number:  

08210 (1000  ml) concentrate  

The cleaning agent of professionals for covered aircraft. It easily 

removes grease, oil, wax, soot, rosin and much more.  

The ORATEX® Cleaner  is used to clean dirty surfaces like plastic and 

texti le surfaces.  

The concentrate is to be diluted with water, depending on the 

contamination, between 1:3 to 1:10 and can be used to refill the 

ORATEX® Cleaner  ready to use bottle.  

Spray the CLEANER with a  distance of approx. 20cm to the area to be 

cleaned. Al low it to react for approx. 1 minute. Use an absorbent 

cloth to soak up the dissolved dirt and rinse with clear water 

afterwards.  

 NOTICE  Fabric damage possible.  

Ẓ Donõt apply in direct sun light or onto hot surfaces.  

Ẓ Only use on water -  and alkali - resistan t surfaces.  

The ORATEX® Cleaner is v ery good biodegradable.  
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ORATEX® Dry Cleaner  

 

Item number:  

08454 (768  ml)  

The ORATEX® Dry Cleaner is to be used to clean contaminated surfaces. 

It can be used anywhere and is waterless. No water, bucket or 

washing - up is  needed. For best results, two high - quality micro - fiber 

towels have to be used but only on cold surfaces and in the shade . 

Heavily soiled surfaces must be cleaned previously with water in order 

to remove the gross soiling.  

Not suitable for matt surfaces.  

ORACOLOR® top coat system, EASYPLOT ®, ORALINE® and 

ORATRIM® striping foils material for trimming and decoration and 

Cleaners  

Those materials do not require specific instructions, procedures or 

methods. Their usage falls within standard practices. Specifics are 

defined in data sheets supplied with the material or a re available from 

the LANITZ-PRENA webpage.  

The application of these materials is not limited to specific airplanes 

nor does the installer require an engineering order.  However, 

permissible structur al temperatures might limit the selection of 

(darker) colo rs and application area. The installer is advised to refer to 

the individual airplane type publications.  

03 - 01 - 01  Storage Conditions  

ORATEX® fabric and all related products must be stored at the fol lowing 

conditions:  
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Dry , ventilated , dark, light protected.  

Never store any of the  material  on the ground . 

Storage temperature: 5°C ð 25°C (41 ð 77 °F), short time (max. 24 h) 

allowance 30 °C (86 °F)  

Humidity: 35% thru 65%  

Observe life time limits. Never us e materials after expiration date.  

 NOTICE  Fabric damage (stress whitening) due to kinks.  

Ẓ Never fold the fabric.  

Ẓ Roll up the fabric for storage.  

Ẓ Never use fabric with kinks or wrinkles or any evidence of stress 

whitening.  

03 - 01- 02  Material Characteristic s 

Fabric  

The fabric consists of polyester and has a polyurethane coating. The 

coating is always on the outside of the fabric rolls and is glossier than 

the fabric itself.  The inner side is a little rougher and the texture is 

slightly better visible.  

On the  reinforcing and surface tapes the adhesive is alrea dy applied.  

That makes the inside smooth.  It is covered with a protective 

siliconised paper . 

 NOTE  For the ORATEX® covering system the use of both straight edge and 

pinked edge surface  tapes are possible . Pinked edge surface tapes do 

not have a technical need in ORATEX®, they serve only to the visual 

appearance and to the nostalgic effect. On non - historical aircraft 

straight edge surface tapes are preferred. The pinked edge surface 

tape dates from the tim e, when cotton and polyester coverings 

available as raw fabric were used. The pinked edges prevented the 

thread from dropping out. ORATEX® however is coated, so dropping 

out of threads is not possible and therefore the pinked edges not 

necessary. This is g enerally valid for all fabric edges.  

The fabric as well as tapes and foils shrink when applying 

temperatures between 100  °C (212 °F) and 200 °C (392 °F ). Each 10 °C 

(18 °F) the fabric shrinks by approx. 1% biaxially . 
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 NOTICE  Fabric damage when applying te mperatures above 200 °C  (392 °F). 

Ẓ Never adjust the iron, heat gun or radiant heater t o more than 200  °C 

(392 °F)! 

Ẓ Never allow the heat gun head to get in contact with the fabric.  

Temperatures above 200 °C  (392 °F) damage the fibres . Generally the 

destruct ion is not visible. In extreme cases the polyurethane coating  

will tarnish. In any case, when heated above 200 °C  (392 °F) the fabric 

has to be replaced.  

Temperatures above  250 °C (482 °F) will melt the fabric.  

 NOTICE  Structure damage when applying to hi gh temperatures.  

Ẓ Observe the temperature limits of the underlying structure.  

Ẓ Never adjust the iron, heat gun or radiant heater to more than 180 °C  

(356 °F) when attaching fabric to wooden structure members!  

Ẓ Never adjust the iron, heat gun or radiant hea ter to more than 90 °C  

(194 °F) when attaching fabric to composite structure members!  

 NOTE  Heat gun temperature settings exceeding the stated limitations may 

be more comfortable/faster to work with because they allow faster 

heat up and heat up of a large r area. However the risk of ov erheat 

damaging the fabric (meting) the adhesive or even the underlying 

structure is given. Therefore higher settings (max 200°C) are only 

permissible if the Temperature Scanner is used and conformed to 

work properly.  In this case the observed surface temp eratures shall 

never exceed the 180°C limit (90°C on composite).  

If shrinking and thus application of higher temperatures is necessary 

when attaching fabric to composite structures cover the structure with 

corrugated  cardboard , e.g. if you shrink the open bay area between 

carbon ribs, they must be covered with corrugated cardboard against 

the heat during the shrink process . Where double curved shapes are 

present shrink the fabric to size before bringing it into thermal 

contact with the structure.  

Depending on the underlying structure the heat needs more or less 

time to intrude into the fabric. Different materials dissipate heat in 

different ways. The following figure shows typical intrusion behaviour. 

The intrusion times vary de pending on fabric color , structure material 

and thickness, used tools, humidity and temperature of environment. 

Check the  behaviour of material (without adhesive) and tools you will 
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use on diverse places of your aircraft  with an IR thermometer. This 

will e nable you to meet the temperature requirements later. It will also 

increase your skill in handling materials and tools.  

 

The characteristics of ORATEX® fabric with respect to protection of 

underlying structure (namely wooden sur faces such as plywood 

cover ed fuselage) is comparable to a PU top coating. Both are in the 

same rage of vapor diffusion permeability and have comparable UV 

protection characteristics. Hence a n ORATEX® covered structure is 

adequately protected against both effects and does not need 

additional coating.  

Adhesives  

Three  types of adhesive are used.  

The first type is a  2K 'structural' adhesive which bonds the base 

material to the underlying structure. This adhesive is called a 

"hotmelt " adhesive, however it is only a thermoplastic adhesive  at low 

temperature, it  polymerize s into a duroplast  due to a hardener which 

is released  at higher temperatures . The designation refers to the heat 

based activation of the 2K system. As premixed version therefore this 

adhesive has a stringent shelf life li mit.  

After application the hot melt adhesive dries at room temperatu re. 

Temperatures above 50 °C  (122 °F) initiate the polymerization . This 

process is not reversible.  

intrusion time

temp

wood and
composite material

no underlying structure

heat heat heat
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 NOTE  Once heated above 50 °C  (122 °F) fabric with hotmelt  adhesive must 

be brought to th e structure quickly and must not be removed.  

Removal of the fabric destroys the bonding. Slight adjustments are 

possible as long as the adhesive is hot . 

When cooled down before application, the adhesive turns useless 

after a short while (approx. 15 minutes ). In this case new adhesive 

must be applied to the f abric.  

If shrinking the fabric with adhesive applied attach the fabric 

immediately. If this is not possible, firstly shrink the fabric and apply 

adhesive later.  

The ORATEX® Dispersion hotmelt adhesive n eeds a temperature of 90 

°C (194 °F) to harden applied for min. 10 seconds (residence time) to 

each point of adhesive. Fabric or tapes must be pressed to the 

structure or underlying fabric with a load of 3 kg  (6.6 lb) as long as 

the adhesive is hot.  The lo ad of 3kg is per ORATEX ® Sealing Iron 

planar surface.  Two passes are required (refer to Chapter 20 - 55 - 05

 Attaching the Fabric ) 

The second type of adhesive is indeed a thermoplastic  adhesive.  It 

makes the applicatio n of striping , reinforcing and surface tapes  as 

well as  sacrificial leading edge lay ers easy. The adhesive is already 

factory coated on the backside of the stripin g, reinforcing  and surface  

tapes.  If not mixed with hotmelt adhesive  (see Chapter  20 - 55 - 09

 Lacing ), it  can be heated again and again while  the fabric or tape 

can be newly positioned . So this adhesive qualifies  for easy removal 

and repair.  

However , this adhesive must not be used between st ructure an d fabric  

except for paddings  (refer to Chapter 20 - 52  Structure 

Preparatio n). 

Thermo plastic - adhesive coated products such as reinforcing  and 

surface  tapes also require two passes. However the  second pass must 

be performed at a temperature of approx. 120  °C (248  °F). The 

residence time of  this second pass must be 5 to 10 seconds at a 

pressure of approx. 2 to 3 kg  per iron surface  (4.4 -  6.6 lbs) , to 

assure that the tapes are firmly heat - bonded to the surface. 

Insufficient  heat or time may result in the tapes not to stay 

permanently bonded or to show air bubbles in between  the tape and 
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the surface.  Refer to Chapter 20 - 55 - 07 Attach ing Reinforcing and 

Surface Tape. 

The third kind of adhesive is a liqu id pressure sensitive adhesive 

(ORATEX® Self Adhesive) which, when dried, can be found on the back 

side of the ORATEX® UL 600 Repair Sheet.  

This adhesive is used to attach material for trimming and decoration.  

 NOTE  Do not use this adhesive for a ny structural bonding purposes.   
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The following figure summarizes  the main characteristics of both the 

fab ric and adhesive : 
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Shrinking process begins at 100 °C
(212 °F).
Each 10 °C (18 °F) the fabric 
shrinks by approx. 1% biaxially.

Temperatures above 200 °C (392 °F)
will damage the fabric

at 250 °C (482 °F) the fabric melts

Hardening process begins at 50 °C
(122 °F).
A reliable binding is accomplished
when the adhesive has been heated

for 10 seconds. to 90 °C (194 °F) 

Apply air not above 30 °C (86 °F) 
for drying to avoid initiating
the hardening process

Maximum 90 °C (194 °F) for most
composite structures

Maximum 180 °C (356 °F) for
wood structures

150 °C (302 °F) for more than 5 sec.
initiates adhesive cohesion failure
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03 - 02  Ancillary Products  

Mandatory Products  

The following tools and ancillary products are mandatory when 

covering with ORATEX®. Th ey  

¶ have been checked for optimal usability,  

¶ have passed the in - house inspection,  

¶ received factory approval and  

¶ meet all requirements for the application of ORATEX® aircraft covering  

in accordance with this ORATEX® Application Manual . 

 IMPORTANT  If tools,  accessories and ancillary products are used which are 

different from those listed here as mandatory LANITZ-PRENA FOLIEN 

FACTORY GmbH cannot guarantee a successful job and cannot be held 

liable for the result.  

ORATEX® Sealing Iron  

 

Item number:  

08420  

The temperature is digitally electronic ally controlled. It has an output 

of 1200  W and is available in 230  V and 110  V (US version).  

The ORATEX® Sealing Iron is delivered with the self - adhesive sliding 

coating (Item Number 08461).  
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Self- Adhesive Sliding Coatin g for ORATEX® Sealing Iron  

 

Item number  

08461  

The ORATEX® self - adhesive sliding coating replaces the former used 

silicon paper.  

Stick the sliding coating centrally on the iron shoe and fasten the 

protruding margins on the vertical planes of the Iron.  With the felt 

blade you can push out any kind of possibly trapped air.  

Heat Gun  

The heat gun is used for shrinking and generating thermal bonds.  

 

STEINEL Heat Gun HL  2010  E 

Item number:  

 0949  

available only in USA  

The temperature is digitally electronically  controlled.  Adjustment and 

regulation of the airflow temperature is necessary to avoid 

overheating the fabric or the aircraft structure. The heat gun features 

a step switch for the air volume control (3 steps), so that it can be 

adjusted individually.  

max imum output:  2000  W 

maximum air flow:  500  L per minute  
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It is available in 230  V and 110   V (US version).  

While covering the heat gun has to be set at 500  L per minute.  

 

STEINEL Heat Gun HL 2020 E  

with case incl. reduction nozzle  

Item number:  

08470  

Special features:  

Hot air adjustment  in 3 steps (15 0/ 150 ð 300/ 300 ð 500 l/min), 

residual heat indicator , joystick temperature adjustment and heat 

build - up warning.  

 

STEINEL Heat Gun HG 2320 E  

with case and much equipment  

Item number:  

08465  

without case and equipment  

Item number:  

08480  

Special features:  

2300 - watt brushless motor, hot air adjustment in 2 steps (150 ð 

500  l/min), temperature adjustment from 80 thru 650  °C, residual 

heat indicator, joystick temperature adjustment and heat build - up 

warning, four individually adjustable operating programs, 

ergonomically shaped handle, LOCK function for all settings  

It is supp lied in a case complete with 50  mm surfac e nozzle, reflector 

nozzle, 9  mm reduction nozzle and shrink tubings.  
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Angle Nozzle  

 

Item number  

0847 6 

The nozzle deflects the air flow and is especially suitable for the work 

on tube structures. Planar work is also possible.  

The air flow width matches the width of the small ORATEX® felt blade 

(Item number 0915).  
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Typical Airflow Behaviour  

The following f igure shows the typical behaviour of the hot airflow of 

a heat gun. Check this behaviour on your heat gun with an IR 

thermometer. This will enable you to estimate the correct distance to 

the fabric, when a certain temperature is desired. It will also incre ase 

your skill in handling this tool. Follow the instructions of the IR 

thermometer manufacturer to receive correct results.  

 

10 cm 

10 cm 

Distance 
Diameter of 
heated area Temperature 

200 °C (392 °F) 

100 °C (212 °F) 

50 °C (122 °F) 

2 cm 

4 cm 

8 cm 

heat gun 
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Temperature Scanner  

 

STEINEL 

Temperature Scanner HL Scan  

Item number:  

08475  

The STEINEL Temperature scanner HL Scan can be moun ted on the 

heat gun. It allows total temperature control and prevents melting the 

fabric due to overheating. HL Scan measures the temperature at the 

workpiece surface while working on it with the hot air tool. An 

acoustic signal sounds as soon as the heat either exceeds or falls 

below the ideal temperature. The disp lay also shows whether the 

workpiece surface is too hot or too cold. Red means òtoo hotó, green 

is òideal temperatureó and blue means òtoo coldó. The warning 

tolerance range can be selected to su it individual needs. If chosen, the 

visual and acoustic warni ng can be deactivated.  

IR Thermometer  

Use a conventional IR thermometer, of whose display accuracy you 

have assured yourself, to check the temperature of fabric when 

working with the iron or heat  gun.  
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MALTE Tester  

 

Item number:  

08485  

The Material Aging Limitations Test Equipment (MALTE Tester) is a 

tool for non - destructive testing of required airworthiness parameters  

especially for ORATEX® fabric . 

Press Roll  

 

Item number:  

08150  

The press roll  is used to perform work under thermal loads.  
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Special Brush for ORATEX® Dispersion Hotmelt Adhesive  

 

Item number:  

08424 (80  mm  wide)  

08425 ( 38  mm  wide ) 

08426 ( 25  mm  wide ) 

These special brushes are to be used for the correct application of 

ORATEX® Dispers ion Hotmelt Adhesive.  

ORACOLOR® Paint Brush  

 

Item number:  

08152 (40 mm wide)  

08153 (60 mm wide  

08154 (80 mm wide)  

These special paint brushes gives  you the opportunity to achieve an 

excellent paint job.  

The paint layer you will get is homogenous  and wit hout brush marks. 

Allows a professional finishing result even for unpracticed persons . 

Due to the hardener in the ORACOLOR®- System the brush should be  

used only once.  
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Pinking Shears  

 

Item number:  

0906  

The pinking shears is used for cutting of ORATEX® covering material 

and tapes.  

ORATEX® Felt Blade  

 

Item number:  

0915 (7 x 10 cm)  

0948 (10 x 14 cm)  

Felt blades are an important tool in order to bond ORATEX® fabric to 

the surface. The application of pressure by the felt blade to the 

heated fabric and to the surface will create a perfect joint without 

having trapped any air. If wrinkles occur during the covering process, 

they are removed by the large area shri nking process. These felt 

blades are specially made for this process.  
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Silicon Release Paper  

 

Item num ber:  

12 - 100 - 002 (60 cm x 2 m)  

12 - 100 - 005 (60 cm x 5 m)  

To prevent the fabric from marking by a hot iron during covering, it is 

recommended that Silicon Release Paper be placed with the glossy 

side to the fabric while ironing. The iron should only slide on  the dull 

side of the Silicon Release Paper and NEVER directly on the fabric as 

there is the possibility that the sole of the iron w ill create ma rks on 

the fabric.  

If the ORATEX® self - adhesive sliding coating (Item number 08461) is 

used on the Iron shoe, s ilicon release paper is not used  when 

ironning . 

 

Fixing tape for ORATEX® 

 

Item number:  

08258 (19 mm x 50 m)  

08259 (50 mm x 50 m)  

The fixing tape can be used wherever it is necessary to fix ORATEX®. I t 

also serves for setting up cutting lines. It can be r emoved without a 

trace.  
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Masking Tape  

 

Item number:  

08230 - 010 (10 mm x 66 m)  

08230 - 030 (30 mm x 66 m)  

08230 - 050 (50 mm x 66 m)  

 

It is used to have clean edges after painting  or applying adhesive , as 

no paint or adhesive can run in the depressions of the f abric when 

using our masking tape.  

ORATEX® Wax 

 

Item number:  

08240 (500 ml)  

To prevent dirt, flies  and grass from sticking to the covering, to ease 

the cleaning and to give a maximum of color  protection the wax has 

to be applied onto the fabric. Before a pplying shake well. With an 

applicator pad or a cotton terry towel the wax is applied thoroughly 

and  worked into the fabric. Followed by a polis hing job with 

microfiber cloth. For best results turn the cloth from time to time to a 

clean part.  
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  WARNING  Solvents can be harmful to health.  

Ẓ Do not inhale the vapours and keep the room well ventilated.  

Ẓ Avoid skin contact.  

Ẓ Wear ventilated protective clothing, chemical resistant , protective 

goggles, gloves and respiratory mask when working with solvents.  

Ẓ Observe  the instructions of the solvent security and data sheet.  

Grinding Wheel and Mounti ng Plate  

 

Grinding Wheel  

for hardened ORATEX® Dispersion 

Hotmelt Adhesive  

Item number:  

08490  

 

Mounting Plate  

for grinding wheel  

Item number:  

08495  

This grinding wheel an d the corresponding mounting plate are the 

only tools approved by us for the effective removal of hardened 

ORATEX® Dispersion Hotmelt Adhesive. It can be used for surfaces 

made of wood, metal, fiberglass and carbon fibre. It also fits  on 

commercial and speed regulated  angle grinders. T he diameter of the 

wheel is 125  mm.  
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Fixing Bracket Tool (only for Antonov  AN2) 

 

Item number:  

08450  

Recommended Products  

We recommend to use  the following tools, accessories and ancillary 

products when covering with ORATEX®. 

Respirator Mask  

 

Item number:  

08249  

When working with organic solvents a respirator which is equipped 

with filters against organic solvent is essential personal protection 

equipment. Organic solvents can be found in ORATEX® Degreaser, 

ORATEX® Adhesive Re mover, ORACOLOR® paint, hardeners, thi nners and 

fillers, base coats, wash - primers etc. Always consider your personal 

safety and only work in well ventilated rooms. According to national 

safety regulations the use of a respirator mask is mandatory, protects  

your health and assures your safety w hen you handle the above 

mentioned chemicals.  
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Dust Particle Filter (two pieces)  

 

Item number:  

08250  

Spare dust particle filter P2 R D according to EN 143:2000 against 

harmful dust. They are original replacement filte rs for the respirator 

mask.  

Filter for Solvents (two pieces)  

 

Item number:  

08251  

The replacement filters are an original accessory for the respirator 

mask. They protect you from organic solvents and are A2 gas filters 

according to EN 14387:2004 against o rganic gas and fumes.  
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Dust Particle Filter Adapter (two pieces)  

 

Item number:  

08252  

Dust Particle Filter Adapter for P1 R D, P2 R D and P3 R D particle 

filters.  

Chemical Gloves  

 

Item number:  

08431 (size M)  

08432 (size XL)  

Chemical resistant Nitrile glo ves are part of the personal protection 

equipment and they serve your safety and health. Use of protective 

gloves is mandatory when working with organic solvents, adhesives, 

paint, hardeners, thinners, fillers, primers, etc.  
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Working Gloves  

 

Item number:  

08428 (size 8)  

08429 (size 9)  

08430 (size 10)  

Working gloves assist you to hold the covering while stretching. 

Thanks to the texture of the palms the covering can be gripped and 

stretched easily over the area to be covered, for ease of ironing. We 

strongl y recommend th e application of these working gloves for an 

easy handling.  

Applicator Pad for Waxing  

 

Item number:  

084 52  (two pieces)  

This Applicator Pad is to be used to apply the ORATEX® protective wax 

in the optimal way.  
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Pencils  

 

Item number:  

08433  

To mark the inside of the fabric only these pencils of the type HB are 

to be used , as they are not bleeding when the dispersion hotmelt 

adhesive is applied . 

 NOTICE  Ink can migrate deeply into the fabric and can show marks on the 

inner side of the top side . 

Ẓ Do not use felt pens or liquid ink pens.  

Cutting knife  

 

Item number:  

0916  

For all cutting needs of the fabric the cutting knife is a recommended 

tool.  
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Accessories  

 

 

Other important tools, which we do not supply but which are 

generally  available are:  

¶ a well cutting and sharp pair of scissors  

¶ a metal ruler of at least one meter length  

¶ a plastic bowl with cover which serves as storage for the adhesive  

¶ one plastic bowl wi th COLD WATER for cleaning the brush. When you 

interrupt your work the brush must be put into this bowl immediately.  
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04  Limitations  

 NOTE  (EASA) The airworthiness limitations section is approved and 

variations must also be approved.  

 

   (FAA) The Airworthiness Limitations section is FAA approved and 

specifies maintenance required under §§43.16 and 91.403 of Title 14 

of the Code of Federal Regulations unless an alternative program has 

been FAA approved.  

List of Approved  Model s and Applicable Covering  

¶ Base Material ORATEX® UL600 can be replaced and repaired with ORATEX® 

6000 but not vice v ersa.  

Where ORATEX® UL600 is specified one might still opt for ORATEX® 6000 for 

instance to improve resistance against stone nicks when operating on 

gravel airstrips etc.  

¶ ORATEX® UL600 can be used on all wooden fuselages, replacing the 

painting of the sur face, if the fabric covering is foreseen by initial 

design.  

Legend:  

o = ORATEX® 6000 (DDP- 001 or DDP - 019 8 (backside coating) ) 

x  = ORATEX® UL600 (DDP- 002 or DDP - 020 8 (backside coating )) 

xo  = both materials applicable  

xou  = both materials applicable, òunstic hedó910  

n/a  = not applicable  

 

 

8 See limitation in NOTE  3 of Chapter 04 - 10  

9 See limitation in NOTE  1 of Chapter 04 - 10  

10  òunstichedó means omission of stitching in areas where original type design required 

stitching.   
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TC holder Model Variants TCDS STC 
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A.G. für Dornier-Flugzeuge 
Bücker Flugzeugbau GmbH 

Bücker Bü 133 
Jungmeister 

Bü 133 C,  
Bü 133-D 1 LBA 582 LBA EMZ SA 

1468 
o o o 

Aero-Diffusion S.L. Jodel DR 1190 D1190-S LBA 671 LBA EMZ SA 
1468 

o o o 

Aeronca Manufactureing 
Corporation 

Aeronca 11 11 AC,  
11 BC 

LBA 529 LBA EMZ SA 
1468 

o o o 

Aeronca Manufactureing 
Corporation 

Aeronca 50-C 50-C,  
65-C,  
65-CA 

LBA 550 LBA EMZ SA 
1468 

o o o 

Air Tractor, Inc.  AT-300, -400 
Series 

AT-250,  
AT 300,  
AT-301,  
AT-302,  
AT-400,  
AT-400A 

US A9SW EASA STC 
10045970 n/a o n/a 

Aircraft Industries, a.s. Z-37 Series Z-37,  
Z37-2,  
Z-37A,  
Z-37A-2 

EASA A.445 EASA STC 
10045970 o o o 

Akademische Fliegergruppe 
Darmstadt e.V. 

D 34 D 34c,  
D 34d 

LBA 169 LBA EMZ 
SP0003 

n/a xo xo 

Akademische Fliegergruppe 
Darmstadt e.V. 

D 34 D 34c,  
D 34d LBA 169 LBA EMZ 

SP0004 
xo xo xo 

Akademische Fliegergruppe 
München e.V. 

Mü 22 Mü 22,  
Mü 22b LBA 141 LBA EMZ 

SP0003 
o xo o 

Alexander Schleicher 
GmbH&Co. 

AS-K 13 AS-K 13 DE TC 267 EASA STC 
10050167 

o o o 

Alexander Schleicher 
GmbH&Co. 

AS-K 13 AS-K 13 DE TC 267 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

AS-K 13 AS-K 13 DE TC 267 EASA STC 
10061236 

xou xou xou 

Alexander Schleicher 
GmbH&Co. 

ASK 14 ASK 14 DE TC 684 EASA STC 
10050167 

o o xo 

Alexander Schleicher 
GmbH&Co. 

ASK 14 ASK 14 DE TC 684 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

ASK 18 ASK 18,  
ASK 18B DE TC 307 EASA STC 

10050167 
o o o 

Alexander Schleicher 
GmbH&Co. 

ASK 18 ASK 18,  
ASK 18B DE TC 307 EASA STC 

10061236 
xou xou xou 

Alexander Schleicher 
GmbH&Co. 

ASK 18 ASK 18,  
ASK 18B 

DE TC 307 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

ASK-16 ASK-16,  
ASK-16 b DE TC 758 EASA STC 

10050167 
o o o 

Alexander Schleicher 
GmbH&Co. 

ES 49 ES 49 LBA 102 LBA EMZ 
SP0003 

o xo xo 
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TC holder Model Variants TCDS STC 
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Alexander Schleicher 
GmbH&Co. 

ES 49 ES 49 LBA 102 LBA EMZ 
SP0004 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

K 10 A K 10 A DE TC 239 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

K 10 A K 10 A DE TC 239 EASA STC 
10050167 

o o o 

Alexander Schleicher 
GmbH&Co. 

K 10 A K 10 A DE TC 239 EASA STC 
10061236 

xou xou xou 

Alexander Schleicher 
GmbH&Co. 

K 7 K 7 DE TC 211 EASA STC 
10050167 

o o xo 

Alexander Schleicher 
GmbH&Co. 

K 7 K 7 DE TC 211 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

K 7 K 7 DE TC 211 EASA STC 
10061236 

xou xou xou 

Alexander Schleicher 
GmbH&Co. 

K 8 K8,  
K8B,  
K8C 

DE TC 216 EASA STC 
10050167 

o o o 

Alexander Schleicher 
GmbH&Co. 

K 8 K8,  
K8B,  
K8C 

DE TC 216 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

K 8 K8,  
K8B,  
K8C 

DE TC 216 EASA STC 
10061236 

xou xou xou 

Alexander Schleicher 
GmbH&Co. 

Ka 2 Rhönschwalbe LBA 140 LBA EMZ 
SP0003 

o o o 

Alexander Schleicher 
GmbH&Co. 

Ka 2 b Ka 2 b 
Rhönschwalbe LBA 203 LBA EMZ 

SP0003 
o o o 

Alexander Schleicher 
GmbH&Co. 

Ka 3 Ka 3 LBA 154 LBA EMZ 
SP0003 

o o o 

Alexander Schleicher 
GmbH&Co. 

Ka 3 Ka 3 LBA 154 LBA EMZ 
SP0004 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

Ka6 Ka6BR,  
Ka6BR-Pe,  
Ka6C,  
Ka6CR,  
Ka6CR-Pe,  
Ka6E,  
Ka6/0 

DE TC 205 EASA STC 
10050167 

o o o 

Alexander Schleicher 
GmbH&Co. 

Ka6 Ka6BR,  
Ka6BR-Pe,  
Ka6C,  
Ka6CR,  
Ka6CR-Pe,  
Ka6E,  
Ka6/0 

DE TC 205 EASA STC 
10062049 

xo xo xo 

Alexander Schleicher 
GmbH&Co. 

Ka6 Ka6BR,  
Ka6BR-Pe,  
Ka6C,  
Ka6CR,  
Ka6CR-Pe,  
Ka6E,  
Ka6/0 

DE TC 205 EASA STC 
10061236 

xou xou xou 
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Alexander Schleicher 
GmbH&Co. 

Rhönlerche II Rhönlerche II LBA 164 LBA EMZ 
SP0003 

o xo o 

Alfons Pützer K.G. Elster Elster B,  
Elster C LBA 584 LBA EMZ SA 

1468 
o o o 

Amateurbau  Baby III Baby III LBA 66 LBA EMZ 
SP0003 

o xo xo 

Amateurbau  Doppelraab-
HANKUR 1 

Doppelraab-
HANKUR 1 

LBA 796 LBA EMZ 
PS0015 

xo xo xo 

Amateurbau  Doppelraad-
HANKUR 1 

Doppelraab-
HANKUR 1 LBA 796 LBA EMZ 

PS0014 
o xo o 

Amateurbau  Grunau Baby II b Grunau Baby II b LBA 49 LBA EMZ 
SP0003 

o o o 

Amateurbau  Grunau Baby II b Grunau Baby II b LBA 49/SP LBA EMZ 
SP0004 

xo xo xo 

Amateurbau SG 38 SG 38 LBA 14 LBA EMZ 
SP0003 

o o o 

Amateurbau SG 38 SG 38 LBA 14 LBA EMZ 
SP0004 

xo xo xo 

Amateurbau Stamper-Lippisch 
Zögling 

Stamper-
Lippisch Zögling 

LBA 11 LBA EMZ 
SP0004 

xo xo xo 

AMERICAN CHAMPION 
AIRCRAFT 

Bellanca, 
Champion and 
Aeronca 

7 ECA, 
7GCAA, 
7GCBC (160HP), 
7GCBC (180HP) 

US A-759 EASA STC 
10045970 o o o 

Apparatebau Lommatzsch LOM 57 Libelle Lom 57 Libelle LBA 228 LBA EMZ 
SP0003 

o xo xo 

Apparatebau Lommatzsch LOM 57 Libelle Lom 57 Libelle LBA 228 LBA EMZ 
SP0004 

xo xo xo 

Aviat Aircraft Inc. Pitts S-1/-2 S-1S,  
S-2A,  
S-2B,  
S-2C,  
S-2S 

US A8SO EASA STC 
10045970 n/a o o 

Avions Fairey S.A. Tipsy Nipper T.66 T.66 MKI,  
T.66 MKII 

LBA 617 LBA EMZ SA 
1468 

o o o 

Binder -Aviatik K.G: 
Schempp-Hirth o.H.g. 

CP 301 S 
"Smaragd" 

CP 301 S LBA 642 LBA EMZ SA 
1468 

o o o 

BLANIK LIMITED L-13 Blaník L-13 Blaník,  
L-13 AC Blaník,  
L 13 A Blaník 

EASA A.024 EASA STC 
10050167 

n/a o n/a 

BLANIK LIMITED L-13 Blaník L-13 Blaník,  
L-13 AC Blaník,  
L 13 A Blaník 

EASA A.024 EASA STC 
10062049 

n/a xo n/a 

BLANIK LIMITED L-23 Super-Blaník L-23 Super-
Blaník 

EASA.A.044 EASA STC 
10050167 

n/a o n/a 
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BLANIK LIMITED L-23 Super-Blaník L-23 Super-
Blaník EASA.A.044 EASA STC 

10062049 
n/a xo n/a 

BLANIK LIMITED L-33 Sólo L-33 Sólo EASA A.045 EASA STC 
10050167 

n/a o n/a 

BLANIK LIMITED L-33 Sólo L-33 Sólo EASA A.045 EASA STC 
10062049 

n/a xo n/a 

C.E.A.P.R. ATL ATL,  
ATL L,  
ATL S 

EASA.A.374 EASA STC 
10045970 

o o n/a 

C.E.A.P.R. DR 200 Series  
(was: DR 220 
Series) 

DR 220,  
DR 220A,  
DR 220B,  
DR 220AB,  
DR221,  
DR 221B 

EASA A.367 EASA STC 
10045970 o o xo 

C.E.A.P.R. DR 200 Series 
(was: DR 253 
series) 

DR 253,  
DR 253 B 

EASA A.367 EASA STC 
10045970 o o xo 

C.E.A.P.R.  DR200 Series DR 200,  
DR 250,  
DR 250-160,  
DR 250 B,  
DR 250 B-160 

EASA A.367 EASA STC 
10045970 o o xo 

C.E.A.P.R. DR300/400 
 (was: DR300 and 
DR400 series) 

DR 315,  
DR 340,  
DR 360,  
DR 300/108,  
DR 300/120,  
DR 300/125,  
DR 300/140,  
DR 300/180R,  
DR 400/100,  
DR 400/120,  
DR 400/120 A,  
DR 400/120 D,  
DR 400/125,  
DR 400/125i,  
DR 400/140,  
DR 400/140 B,  
DR 400/160,  
DR 400/160 D,  
DR 400/180,  
DR 400/180 R,  
DR 400/180 S,  
DR 400/200 R,  
DR 400/500,  
DR 40072+2,  
DR 400/RP,  
DR 400 NGL 

EASA A.367 EASA STC 
10045970 

o o xo 

CEAPR CAP 10 CAP 10,  
CAP 10 B 

EASA A.370 EASA STC 
10045970 

n/a n/a o 

Centre-Est Aéronautique 
Sociètè Aéronautique 
Normande 

Jodel DR100 DR 100,  
DR 100A,  
DR 105,   
DR 105A,  
DR 1050,  
DR 1050A,  
DR 1050M1 

LBA 585 LBA EMZ SA 
1468 

o o xo 

Consolidated Vultee 
Aircraft Corporation 

Stinson L-5 L-5,  
L-5 B,  
L-5 C 

LBA 674 LBA EMZ SA 
1468 

o o o 
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Coopavia 
Aeravia 

Piel CP 301 A Piel CP 301 A LBA 623 B LBA EMZ SA 
1468 

o o o 

De Havilland Aircraft 
Company Ltd.  

Tiger Moth DH 82 A LBA 709 LBA EMZ SA 
1468 

o o o 

Deutsche 
Forschungsanstalt für 
Segelflug e.V.  

Habicht E Habicht E LBA 53 LBA EMZ 
SP0003 o o o 

Dipl-Ing Wolf Hirth Goevier III Goevier III LBA 112 LBA EMZ 
SP0003 

o xo xo 

Dornier Flugzeugwerke 
Ateliers de Précision 
MORAND 
Construcciones 
Aeronauticas, Sociedad 
Anonima (CASA) 

Bücker 131 
Jungmann 

Bücker 131 
Jungmann,  
Bücker 131 
Lerche  R,  
Bücker AMP 
131,  
C.A.S.A.1.131-E-
Serie 2000 

LBA 717 LBA EMZ SA 
1468 

o o o 

Dr. Ulrich Hüttner Hü 17b Hü 17b LBA 116 LBA EMZ 
SP0003 

o xo o 

Dr. Ulrich Hüttner Hü 17b Hü 17b LBA 116 LBA EMZ 
SP0004 

xo xo xo 

E. Bruns K 8 B/Stihl K 8 B/Stihl LBA 670 LBA EMZ 
PS0014 

o o o 

E. Bruns K 8 B/Stihl K 8 B/Stihl LBA 670 LBA EMZ 
PS0015 

xo xo xo 

E. Bruns Ka 6/Stihl Ka 6/Stihl LBA 692 LBA EMZ 
PS0014 

o o o 

E. Bruns Ka 6/Stihl Ka 6/Stihl LBA 692 LBA EMZ 
PS0015 

xo xo xo 

E. Bruns L-Spatz 55/Stihl L-Spatz 55/Stihl,  
L-Spatz III/Stihl 

LBA 694 LBA EMZ 
PS0014 

o xo o 

E.I.S. AIRCRAFT GMBH RF 5 RF5,  
RF 5B "Sperber" DE TC 695 EASA STC 

10050167 
o o xo 

E.I.S. AIRCRAFT GMBH RF3 RF 3,  
RF 4,  
RF4D 

DE TC 666 EASA STC 
10050167 

o o xo 

E.I.S. AIRCRAFT GMBH SFS 31 Milan SFS 31 Milan DE TC 755 EASA STC 
10050167 

o o xo 

E.I.S. AIRCRAFT GMBH SFS 31 Milan L 25D DE TC 755 EASA STC 
10062049 

xo xo xo 

EADS Deutschland GmbH Klemm 35 D Kl 35 D,  
Kl 35 D-160 LBA 710 LBA EMZ SA 

1468 
o o o 

ECOFLY GMBH FK 3 FK 3 DE TC 268 EASA STC 
10050167 

n/a o n/a 
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ECOFLY GMBH FK 3 FK 3 DE TC 268 EASA STC 
10062049 

n/a xo n/a 

Edgar Percival EP 9 EP 9 LBA 565 LBA EMZ SA 
1468 

n/a o o 

EICHELSDOERFER GMBH SB 5 SB 5 B,  
SB 5 E 

DE TC 218 EASA STC 
10050167 

o o xo 

EICHELSDOERFER GMBH SB 5 SB 5 B,  
SB 5 E 

DE TC 218 EASA STC 
10062049 

xo xo xo 

Eichelsdörfer GmbH 
Flugzeugbau 

Weihe 50 Weihe 50 LBA 68 LBA EMZ 
SP0003 

o xo xo 

Eichelsdörfer GmbH 
Flugzeugbau 

Weihe 50 Weihe 50 LBA 68 LBA EMZ 
SP0004 

xo xo xo 

Etablissement Wassmer Fauvel AV-36 AV 36 LBA 159 LBA EMZ 
SP0003 

o o o 

ETUDES Aéronautiques & 
Commerciales 

Jodel D 128 D128 LBA 631 LBA EMZ SA 
1468 

o o xo 

EVEKTOR, spol. s r.o. L 13 Vivat L 13 SW Vivat,  
L 13 SE Vivat,  
L 13 SEH Vivat,  
L 13 SDM Vivat,  
L 13 SL Vivat,  
L 13 SDL Vivat 

EASA A.046 EASA STC 
10050167 n/a o n/a 

F.B. Schmetz hks-3 hks 3 - V 1 LBA 143 LBA EMZ 
SP0003 

n/a xo xo 

F.B. Schmetz hks-3 hks 3 - V 1 LBA 143 LBA EMZ 
SP0004 

xo xo xo 

Fairchild Aircraft 
Corporation 

Fairchild 24 H 24 H LBA 530 LBA EMZ SA 
1468 

o o o 

Fairchild Engine and 
Airplane Corporation 

Fairchild M 62 M 62 A, A-3 LBA 552 LBA EMZ SA 
1468 

n/a o o 

Fairchild Personal Planes 
Division of Fairchild Engine 
and Airplane Corporation 

Fairchild 24 R 46 A 24 R 46 A LBA 532 LBA EMZ SA 
1468 o o o 

Fairchild Personal Planes 
Division of Fairchild Engine 
and Airplane Corporation 

Fairchild 24 W 24 W-9,  
24 W-40,  
24 W-41,  
24 W-41A,  
24W-46 

LBA 528 LBA EMZ SA 
1468 o o o 

Fichtel & Sachs AG K 8 B/KM 46 K 8 B/KM 46 LBA 691 LBA EMZ 
PS0014 

o o o 

Fichtel & Sachs AG K 8 B/KM 46 K 8 B/KM 46 LBA 691 LBA EMZ 
PS0015 

xo xo xo 

Flugtechnische 
Arbeitsgemeinschaft 
Coburg 

Ka 9 Ka 9 LBA 221 LBA EMZ 
SP0003 n/a xo xo 
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Flugtechnische 
Arbeitsgemeinschaft 
Coburg 

Ka 9 Ka 9 LBA 221 LBA EMZ 
SP0004 xo xo xo 

Flugzeugbau Stark KG Stark Turbulent D Stark Turbulent 
D, D-1 LBA 537 LBA EMZ SA 

1468 
o o o 

Flugzeugbau Teck Nabern Fauvel AV-36 AV-36 C,  
AV-36 CR,  
AV-36 C1 

LBA 159 LBA EMZ 
SP0003 

o o o 

Focke-Wulf GmbH Kranich III Kranich III LBA 111 LBA EMZ 
SP0003 

o xo xo 

Focke-Wulf GmbH Kranich III Kranich III LBA 111 LBA EMZ 
SP0004 

xo xo xo 

Fourney Manufacturing 
Comp. 

Fourney-F1 (ERCO)-415-C 
(ERCO)-415-D 
(ERCO)-415-CD 
(ERCO)-415-E 
Fourney F-1A 

LBA 538 LBA EMZ SA 
1468 o o o 

Fritz Raab Doppelraab Doppelraab 7 LBA 101 LBA EMZ 
SP0004 

xo xo xo 

Fritz Raab Doppelraab Doppelraab IV,  
Doppelraab V,  
Doppelraab VI 

LBA 101 LBA EMZ 
SP0003 

o xo o 

Fritz Raab Doppelraab Doppelraab IV,  
Doppelraab V,  
Doppelraab VI 

LBA 101 LBA EMZ 
SP0004 

xo xo xo 

Fritz Raab Krähe II Krähe II,  
Krähe III,  
Krähe IV 

LBA 575 LBA EMZ 
PS0014 

o xo xo 

Fritz Raab Krähe II Krähe II,  
Krähe III,  
Krähe IV 

LBA 575 LBA EMZ 
PS0015 

xo xo xo 

Grau Rhönsperber Rhönsperber LBA 51 LBA EMZ 
SP0003 

o xo xo 

Hägglund und Söner 
Clemens C. Bücker 
Avions Maurice Brochet 

Bücker 181 
Bestmann 

Bü -181 B-1 LBA 716 LBA EMZ SA 
1468 o o n/a 

HB-FLUGTECHNIK GMBH HB 21 HB 21,  
HB 21/2400,  
HB 21/2400 B,   
HB 21 V1,  
 HB 21 V2 

EASA A.434 EASA STC 
10050167 n/a xo o 

HB-FLUGTECHNIK GMBH HB 23/2400 HB 23/2400,   
HB 23/2400 SP,  
 HB 23/2400 
Scanliner,  
HB 23/2400 V2 

EASA A.433 EASA STC 
10050167 n/a xo o 

Ing. A. Vogt Lo 100 
Zwergreiher 

Lo 100 
Zwergreiher 

LBA 129 LBA EMZ 
SP0003 

o xo xo 

Ing. A. Vogt Lo 150 Lo 150,  
Lo 150 b LBA 167 LBA EMZ 

SP0003 
n/a xo xo 

Ing. A. Vogt Lo 150 Lo 150,  
Lo 150 b LBA 167 LBA EMZ 

SP0004 
xo xo xo 
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Josef Oberlerchner 
Segelflugzeugbau 

MG 19a  Steinadler LBA 377 LBA EMZ 
SP0003 

o xo xo 

Josef Oberlerchner 
Segelflugzeugbau 

MG 19a  Steinadler LBA 377 LBA EMZ 
SP0004 

xo xo xo 

Klemm Leichtflugzeugbau Klemm L 25 L 25-1A,  
L 25D 

LBA 573 LBA EMZ SA 
1468 

o o o 

Lavia (sucessor of Piper) PA-25 PA-25,  
PA-25-235,  
PA-25-260 

AR AV-
0004/US 2A8 

EASA STC 
10045970 

o o o 

Maule Aerospace 
Technology 

Maule  Bee Dee M-4,  
M-4,  
M-4 C,  
M-4 S,  
M-4 T,  
M-4-210,  
M-4-210 C,  
M-4-220 C,  
M-4-220 S,  
M-4-180V,  
M-5-180C,  
M-5-210C,  
M-5-235C,  
M-6-235,  
M-7-235,  
M-7-235B,  
M-7-235C,  
MX-7-180,  
MX-7-180 A,   
MX-7-180 B,  
MX-7-180 C,  
MX-7-235,  
MXT-7-160,  
MXT-7-180,  
MXT-7-180A,  
MT-7-235 

EASA.IM.A.01
8 

EASA STC 
10045970 

o o o 

MD Flugzeugbau 
GmbH&Co. KG 

AVO  68 -v 
Samburo 

AVO 68 - v 
Samburo,  
AVO 68 -s 
Samburo,  
AVO 68 -R 
Samburo,  
AVO -R 100 
Samburo,  
AVO 68 -R 115 
Samburo 

EASA A.252 EASA STC 
10050167 

o o o 

Mooney Aircraft 
Corporation 

Mooney M 18 L M 18 L LBA 600 LBA EMZ SA 
1468 

o o o 

Moravan, Orlican-Werke L 60 (Brigadýr) L 60 (Brigarýr) L 566 LBA EMZ SA 
1468 

n/a o n/a 

Motokov Super Aero 45 Super Aero 45 LBA 515 LBA EMZ SA 
1468 

o o n/a 

ORPHANED Carman-Morelli 
M100 

Carman-Morelli 
M100 S EASA.SAS.A.0

06 
EASA STC 
10050167 

o o xo 

ORPHANED RF-5 AJ-1 Serrinia RF-5 AJ-1 
Serrania EASA.SAS.A.0

92 
EASA STC 
10050167 

o o xo 

ORPHANED T-51 Dart T-51 Dart 15,  
T-51 Dart 17,  
T-51 Dart 17R 

EASA.SAS.A.0
87 

EASA STC 
10050167 

o o xo 
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ORPHANED WA26 Squale WA 26 CM,  
WA 26 P EASA.SAS.A.0

15 
EASA STC 
10050167 

n/a o o 

ORPHANED WA26 Squale WA 26 CM,  
WA 26 P EASA.SAS.A.0

15 
EASA STC 
10062049 

n/a xo xo 

ORPHANED Wassmer WA 4 
(was: Wassmer 
WA 40) 

WA 40 Super IV,  
 WA 40 B Super 
IV Sancy,  
WA 41 Baladou,  
WA 4/21 
4/21/250 Super 
4/21 

EASA.A.SAS.0
48 

EASA STC 
10045970 

o o o 

ORPHANED Yakovlew YAK-18T YAK-18T EASA.SAS.A.0
95 

EASA STC 
10045970 

o o n/a 

Paul Siebert Sport- und 
Segelflugzeugbau 

Sie 3 Sie 3 LBA 264 LBA EMZ 
SP0004 

xo xo xo 

Piper Aircraft Corporation J4 J4,  
J4 A LBA 554 LBA EMZ SA 

1468 
o o o 

Piper Aircraft Corporation J5 J5 A LBA 592 LBA EMZ SA 
1468 

o o o 

Piper Aircraft Corporation PA-12 PA-12 LBA 548 LBA EMZ SA 
1468 

o o o 

Piper Aircraft Corporation PA-15 PA-15 LBA 576 LBA EMZ SA 
1468 

o o o 

Piper Aircraft Corporation PA-16 PA-16 LBA 569 LBA EMZ SA 
1468 

o o o 

Piper Aircraft Corporation PA-18 PA-18,  
PA-18 "105" 
Special,  
PA-18A,  
PA-18-125,  
PA-18-135,  
PA-18A-135,  
PA-18-150,  
PA-18A-150,  
PA-19 

LBA 722 LBA EMZ SA 
1468 

o o o 

Piper Aircraft Corporation PA-20 PA-20,  
PA-20-135 LBA 727 LBA EMZ SA 

1468 
o o o 

Piper Aircraft Corporation PA-22 PA-22,  
PA-22-135,  
PA-22S-135,  
PA-22-150,  
PA-22S-150,  
PA-22-160 

LBA 712 LBA EMZ SA 
1468 o o o 

Piper Aircraft Corporation Piper J3 / PA11 J3C-40,  
J3C-50,  
J3C-65,  
J3F-50,  
J3F-60,  
J3F-65,  
J3L,  
J3L-65,  
PA-11 

LBA 713 LBA EMZ SA 
1468 

o o o 

PZL Mielec Antonov AN2 AN2,  
AN-2T LBA 2069/SA LBA EMZ SA 

1468 
o o o 
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Rhein-Flugzeugbau GmbH RW 3 RW 3-P65 LBA 509 LBA EMZ SA 
1468 

n/a xo o 

RUAG Aerospace Services 
GmbH 

Do - 27 Do 27 A-1,  
Do 27 A-3,  
Do 27 A-4,  
Do 27 B-1,  
Do 27 B-2,  
Do 27 B-3,  
Do 27 H-2,  
Do 27 Q-1,  
Do 27 Q-4,  
Do 27 Q-5,  
Do 27 Q-5 ( R ),  
Do 27 Q-6 

LBA 514 LBA EMZ SA 
1468 

o o n/a 

RUAG Aerospace Services 
GmbH 

Do 28 Do 28 A-1 
Do 28 A-1(R) 
Do 28 B-1 
Do 28 D 
Do 28 D-1 
Do 28 D-2 
Do 28 D-6 
Dornier 128-6 

EASA A.360 EASA STC 
10045970 

n/a o n/a 

Rudolf Kaiser Ka 1 Ka 1 LBA 118 LBA EMZ 
SP0003 

o o o 

Rudolf Kaiser Ka 1 Ka 1 LBA 118 LBA EMZ 
SP0004 

xo xo xo 

Scheibe Aircraft GmbH Bergfalke Mü 13 E 
Bergfalke,  
Bergfalke II,  
Bergfalke II-55,  
Bergfalke III,  
Bergfalke IV 

EASA A.099 EASA STC 
10050167 o o o 

Scheibe Aircraft GmbH Bergfalke Mü 13 E 
Bergfalke,  
Bergfalke II,  
Bergfalke II-55,  
Bergfalke III,  
Bergfalke IV 

EASA A.099 EASA STC 
10062049 xo xo xo 

Scheibe Aircraft GmbH Scheibe Falke SF25 SF25C with 
C.V.29 
modification 

EASA A.098 EASA STC 
10050167 

o o o 

Scheibe Aircraft GmbH SF 23 Sperling SF 23 A,  
SF 23 A1,  
SF 23 B,  
SF 23 C 

EASA A.579 EASA STC 
10045970 o o o 

Scheibe Aircraft GmbH SF 26 A Standard SF 26 A 
Standard 

EASA A.099 EASA STC 
10050167 

o o o 

Scheibe Aircraft GmbH SF 26 A Standard SF 26 A 
Standard EASA A.099 EASA STC 

10062049 
xo xo xo 

Scheibe Aircraft GmbH SF 27 SF 27 A,  
SF 27 B EASA A.099 EASA STC 

10050167 
o o o 

Scheibe Aircraft GmbH SF 27 SF 27 A,  
SF 27 B 

EASA A.099 EASA STC 
10062049 

xo xo xo 

Scheibe Aircraft GmbH SF 28 A Tandem 
Falke 

SF 28 A Tandem 
Falke 

EASA A.098 EASA STC 
10050167 

o o o 

Scheibe Aircraft GmbH SF 30 A Club Spatz SF 30 A Club 
Spatz EASA A.099 EASA STC 

10050167 
o o o 
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Scheibe Aircraft GmbH SF25 SF25A,  
SF25B,  
SF25C,  
SF25D,  
SF25E,  
SF25K 

EASA A.098 EASA STC 
10050167 o o o 

Scheibe Aircraft GmbH SF25 SF25A,  
SF25B,  
SF25C,  
SF25D,  
SF25E,  
SF25K 

EASA A.098 EASA STC 
10062049 xo xo xo 

Scheibe Aircraft GmbH Spatz Spatz A,  
L-Spatz,  
L-Spatz III,  
L-Spatz 55,  
Spatz B,  
Spatz 55 

EASA A.099 EASA STC 
10050167 o o o 

Scheibe Aircraft GmbH Spatz Spatz A,  
L-Spatz,  
L-Spatz III,  
L-Spatz 55,  
Spatz B,  
Spatz 55 

EASA A.099 EASA STC 
10062049 xo xo xo 

Scheibe Aircraft GmbH Specht Specht EASA A.099 EASA STC 
10050167 

o o o 

Scheibe Aircraft GmbH Specht Specht EASA A.099 EASA STC 
10062049 

xo xo xo 

Scheibe Aircraft GmbH Sperber Sperber EASA A.099 EASA STC 
10050167 

o o o 

Scheibe Aircraft GmbH Sperber Sperber EASA A.099 EASA STC 
10062049 

xo xo xo 

Scheibe Aircraft GmbH Zugvogel Zugvogel I,  
Zugvogel II,  
Zugvogel III,  
Zugvogel III A,  
Zugvogel III B,  
Zugvogel IV,  
Zugvogel IV A 

EASA A.099 EASA STC 
10050167 

o o o 

Scheibe Aircraft GmbH Zugvogel Zugvogel I,  
Zugvogel II,  
Zugvogel III,  
Zugvogel III A,  
Zugvogel III B,  
Zugvogel IV,  
Zugvogel IV A 

EASA A.099 EASA STC 
10062049 

xo xo xo 

Scheibe Flugzeugbau GmbH LCF-2 LCF-2 LBA 289 LBA EMZ 
SP0003 

n/a xo o 

Scheibe Flugzeugbau GmbH SF 27 M-A SF 27 M-A LBA 678 LBA EMZ 
PS0014 

o o o 

Scheibe Flugzeugbau GmbH SF 27 M-A SF 27 M-A LBA 678 LBA EMZ 
PS0015 

xo xo xo 

Scheibe Flugzeugbau GmbH SF24 Motorspatz SF24 A,  
SF 24 B LBA 581 LBA EMZ 

PS0014 
o o o 

Scheibe Flugzeugbau GmbH SF24 Motorspatz SF24 A,  
SF 24 B 

LBA 581 LBA EMZ 
PS0015 

xo xo xo 



  A division of  

ORATEX® App lication  Manual   LANITZ-PRENA 

& Airplane Maintenance Manual Supplement   FOLIEN FACTORY GmbH 

Page 74  approved page  Issue: 06 - Mar- 2020  

TC holder Model Variants TCDS STC 

L
if
ti
n
g

 
S

u
rf

a
ce

s 

M
o
v
a
b
le

s 

F
u
s
e
la

g
e 

SCHEMPP HIRTH 
FLUGZEUGBAU 

SHK-1 SHK-1 DE TC 258 EASA STC 
10050167 

o o xo 

SCHEMPP HIRTH 
FLUGZEUGBAU 

SHK-1 SHK-1 DE TC 258 EASA STC 
10062049 

xo xo xo 

SCHEMPP HIRTH 
FLUGZEUGBAU 

Standard Austria S Standard 
Austria S,  
Standard 
Austria SH,  
Standard 
Austria SH 1 

DE TC 235 EASA STC 
10050167 o o xo 

Schempp-Hirth o.H.G. 
Amateurbau 

Emeraude CP301,  
CP301A,  
CP301D,  
CP301E 

LBA 564 LBA EMZ SA 
1468 o o o 

Schempp-Hirth výroba 
letadel spol. s r.o 

VSO 10 VSO 10,  
VSO 10c EASA A.442 EASA STC 

10062049 
n/a xo n/a 

Silvaire Aircraft Company Luscombe 8  
(earlier: Temco 8) 

8,  
8 A,  
8 B,  
8 C,  
8 D,  
8 E,  
8 F,  
T-8F 

LBA 523 LBA EMZ SA 
1468 

o o n/a 

Sky International Inc.  Husky A-1 A-1,  
A-1A,  
 A-1B,  
A-1C-180 

EASA 
IM.A.294 

EASA STC 
10045970 o o o 

Skyfox Aviation CA-25 CA-25,  
CA-25N 

AU 154-2 EASA STC 
10045970 

o o o 

Società Aviamilano Aviamilano P.19 P.19 LBA 663 LBA EMZ SA 
1468 

n/a o o 

Société Aéronautique 
Normande 

Jodel D 140 Jodel D 140,  
Jodel D 140 A,  
Jodel D 140 B,  
Jodel D 140 C,  
Jodel D 140 R 

LBA 628 LBA EMZ SA 
1468 o o xo 

Société Aéronautique 
Normande 

Jodel D 150 150,  
D 150 LBA 659 LBA EMZ SA 

1468 
o o xo 

Société Aéronautique 
Normande 
ALPAVIA-Aérodrome de 
TALLARD 
Amateurbau 

Jodel D117 D117 A LBA 632 LBA EMZ SA 
1468 

o o xo 

Societé Industrielle pour 
l'Aeronautique 

Sipa 903 Sipa 903 LBA 703 LBA EMZ SA 
1468 

o o o 

Société Nationale de 
Constructions 
Aeronautique du Nord 

SV 4C SV 4C1 LBA 633 LBA EMZ SA 
1468 o o o 

Société Scintex CP 301 C 
"Emeraude" 

CP 301 C LBA 623 A LBA EMZ SA 
1468 

o o o 
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Sportflugzeugbau 
Schempp-Hirth 

Gö 3 Minimoa Gö 3 Minimoa LBA 59 LBA EMZ 
SP0003 

o o o 

Stampe et Renard 
Société Nationale de 
Constructions 
Aeronautique du Nord 

SV 4C SV 4C,  
SV 4A,  
SV 4B 

LBA 622 LBA EMZ SA 
1468 

o o o 

Stark Flugzeugbau Ag Emeraude CP 301 
A 
Stark 
Sonderausführung 

Emeraude CP-
301 A Stark 
Sonderausführu
ng 

LBA 564A LBA EMZ SA 
1468 

o o o 

Strojirny Prvni Petiletky Aero 145 Aero 145 LBA 629 LBA EMZ SA 
1468 

n/a o n/a 

TAYLORCRAFT 2000 LLC F19, F21, F22 19,  
F19,  
F21,  
F21A,  
F21B,  
F22,  
F22A,  
F22B,  
F22C 

US 1A9 EASA STC 
10045970 

o o o 

Unbekannt Kranich II Kranich II LBA 30 LBA EMZ 
SP0003 

o xo xo 

Unbekannt Kranich II Kranich II LBA 30 LBA EMZ 
SP0004 

xo xo xo 

Universal Aircraft industries Stinson 108 108,  
108-1,  
180-2,  
108-3 

LBA 536 LBA EMZ SA 
1468 o o o 

VEB Apparatebau Grunau Baby II b-
DDR 

Grunau Baby II 
b-DDR LBA 49 LBA EMZ 

SP0003 
o o o 

VEB Apparatebau Grunau Baby II b-
DDR 

Grunau Baby II 
b-DDR LBA 49 LBA EMZ 

SP0004 
xo xo xo 

WACO Classic Aircraft 
Company 

WACO 2T 2T-1A-1,  
2T-1A-2 

US A18EA EASA STC 
10045970 

o o o 

Walter Uetz, Flugzeugbau Jodel D 11 - Swiss D11-85 LBA 570b LBA EMZ SA 
1468 

o o xo 

Wassmer Jodel D 120 D 112 LBA 570C LBA EMZ SA 
1468 

o o xo 

Wassmer Jodel D120 Jodel D 120,  
Jodel D 120 A,  
Jodel D 120 R 

LBA 570A LBA EMZ SA 
1468 

o o xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-22C Mucha-
Standard 

SZD-22C Mucha 
Standard 

EASA A.319 EASA STC 
10050167 

o xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-22C Mucha-
Standard 

SZD-22C Mucha 
Standard EASA A.319 

with BE-
009/86 

EASA STC 
10062049 xo xo xo 
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ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-24 C Foka SZD-24-4A Foka 
4 EASA A.319 EASA STC 

10050167 
o xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-24 C Foka SZD-24-4A Foka 
4 EASA A.319 EASA STC 

10062049 
n/a xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-24 Foka SZD-24 C Foka EASA A.319 EASA STC 
10050167 

n/a o xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-24 Foka SZD-24 C Foka EASA A.319 EASA STC 
10062049 

n/a xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-25A SZD-25A Lis EASA A.319 EASA STC 
10050167 

n/a o xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-25A SZD-25A Lis EASA A.319 EASA STC 
10062049 

n/a xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-30 SZD-30,  
SZD-30A 

EASA A.319 EASA STC 
10050167 

o o xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-30 Pirat SZD-30 Pirat EASA A.319 EASA STC 
10050167 

o xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-36A Cobra 15 SZD-36A Cobra 
15 EASA A.319 EASA STC 

10050167 
n/a o n/a 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-36A Cobra 15 SZD-36A Cobra 
15 

EASA A.319 EASA STC 
10062049 

n/a xo n/a 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-45A Ogar SZD-45A Ogar,  
SZD-45AM Ogar EASA A.319 EASA STC 

10050167 
n/a o n/a 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-9 bis Bocian 
1D 

SZD-9 bis Bocian 
1D,  
SZD-9 bis Bocian 
1E 

EASA A.319 EASA STC 
10050167 o xo xo 

ZAKLAD SZYBOWCOWY 
JEZOW 

SZD-9 bis Bocian 
1D 

SZD-9 bis Bocian 
1D,  
SZD-9 bis Bocian 
1E 

EASA A.319 EASA STC 
10062049 xo xo xo 

Zlin Aircraft A.S. Zlin Z26 Series Z 126,  
Z 126 T,  
Z 226 B,  
Z 226T,  
Z 226 A,  
Z 226 M,  
Z 226 MS,  
Z 326,  
Z 326 A,  
Z 326 M,  
Z 526,  
Z 526 A,  
Z 526 F,  
Z 526 L,  
Z 526 AFS,  
Z 526 AFS-V,  
Z 526 M,  
Z 726,  
Z 726 K 

EASA.A.353 EASA STC 
10045970 

o o o 
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04 - 10  General  

All Limitations of the aircraft type remain valid.  

In cases where the airplane is changed from traditional covering to 

ORATEX® system, partial application is possible to allow the work to be 

spread over some time, however the ORATEX® system must always be 

applied symmetrically  and over the full component in question 11 . That 

means e.g. on both left and right aileron, both le ft and right wing etc.  

Especially structural temperature limits which lead to color  or 

absorption coefficient limitations must be observed when choosing 

the color  code. In case of doubt contact the respective airplane TC 

holder.  

There is no absol ute elapse d time or flight hour  limit of the ORATEX® 

system. The degrading factors are UV, te mperature variations, 

mechanical abuse as well as chemical abuse. If the general conditions 

or appearance give reason of concern  the bonding check and the 

fabric  check  with MALTE Tester  as presented in Section 05 - 20  have to 

be performed.   

04 - 10 - 01  Bonding Check  (annual)  

Refer to Chapter 20 - 55 - 08 for performance of bonding check.  

The bonding check result must comply with the following 

requirement:  

Bonding Requirement  

¶ At areas that are not in contact with the airframe, the surrounding 

edges shall adhe re to the structure.  

A successful completion of this check is condition for further release 

to service.  

04 - 10 - 02  Fabric Check  

For procedures concerning the fabric test usage  refer t o MALTE Tester 

User Manual Doc. N°  ADxC- 51 - 901 - AMM. 

 

11  For instance only top or bottom, or only some rib - field change is n ot generally permissible.  
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 NOTICE  Fabric testing with the MALTE tester must be performed on  single 

layer  surfaces  without additional topcoat, paint or foil stripping . In 

case of doubt  contact ADC.  

The fabric check must be perfor med with the MALTE Tester and its 

results must comply with th e followings requirements:  

Tensile Stiffness Requirement  

The fabric de flection after application of 0.7 ð 0.95 bar test pressure 

differential with the MALTE test tool shall be within the followin g 

limits:  

 ORATEX 600 ORATEX 6000 

Pressure  0.7 bar  0.95 bar  0.7 bar  0.95 bar  

Minimal 

Deflection  
8 mm  8 mm  6,75 mm  8 mm  

Maximum 

Deflection  
10 mm  12,25 mm  10,75 mm  12 mm  

In between these test pressures, the limits can be interpolated.  
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Airtightness R equirement  

¶ With an initial test pressure differential starting at 0,7 bar or above 

the pressure must not fall more than 0,1 bar in 60 seconds.  

Tensile Strength Requirement  

¶ After application of minimum 0,7 bar test pressure differential on the 

fabric, the resulting t ensile load shall not cause any visible damage to 

the cover.  

A successful completion of these checks is condition for further 

release to service.  

04 - 10 - 03  Time Limits  

For colored ORATEX® a first fabric  check  with MALTE Tester  must be 

made after 5 years for  airplanes parked normally outside. For all 

others (normally parked in a hangar or trailer) after a maximum 

8 years.  

For non - colored ORATEX® (color  code 000 ð natural white / 012 ð 

antique)  the first fabric test with MALTE Tester has to be perf ormed 

after  2 years if parked normally outside , for all others after 4  years.  

After the first  one the fabric check  with MALTE Tester  has to be 

repeated at the intervals given in Chapter 05 - 20.  
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04 - 10 - 04  Alternative means of continuing airworthiness 

testing  

As an alternative procedure to chapters 04 - 10 - 02 and 04 - 10 - 03 f or 

coloured ORATEX® a first strength test must be made after 5years for 

airplanes parked normally outside. For all others (normally parked in a 

hangar or trailer) after a maximum 8years. Streng th mus t be verified 

versus limits as defined in AC43.13 Chapter 2 Table 2.1.  

For non - coloured ORATEX® (colour code 000 ð natural white / 012 ð 

antique) the first test has to be performed after 2years if parked 

normally outside, for all others after 4 years . 

For ORATEX® 6000 the 700N/50mm (80lbs/in) limit applies  

For ORATEX® UL600 the 570N/50mm (65lbs/in) limit applies.  

The fabric must be exchanged if the strength is below these values.  

The next scheduled inspection is derived from the testing result:  

For ORATEX® 6000 tested to more than 900N/50mm after 5 years, 

otherwise 2 years.  

For ORATEX® UL600 tested to more than 635N/50mm after 5 years, 

otherwise 2 years.  

For the test a sample piece of fabric minimum 70mm in spanwise 

direction and minimum 220  mm in chor dwise direction has to be cut 

from the upper wing surface and supplied to ADC for testing. The 

cord -  and spanwise direction, the airplane type and serial number as 

well as date and location of the sample shall be marked on the 

sample.  

04 - 10 - 05 Notes  

 NOTE 1  For applications where change to type design integration method is 

implemented involving omission of the fabric stitching  a practically 

infinite lifetime with respect to load repetition has been 

demonstrated. However to grasp aging effects in general sp ecific 

attention during bonding check according Chapter 20 - 55 - 08  shall be 

exercised. Approved aircrafts for such application are marked with 
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letter òxouó in the material applicability column of the approved 

model list from Chapter 04.  

 NOTE 2  DR- Series and Jodel types that are marked for unstitched integratio n 

require structural modification which is approved under Oratex STC. 

 NOTE 3  Fabric material that features backside coating, DDP - 019 and DDP -

020, is not  generally  approved for integration where seco ndary 

attachment of fabric (e.g. stitching) is omitted through Oratex STC. 

Separate STC will be available which individually approve this 

combination.  

 NOTE 4  The commercial available 'Maule Fabric tester' has NOT been shown to 

yield correct results with the ORATEX® covering.
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05  Inspection  and M aintenance  

05 - 10 Time Limits and I nspection Program  

The time limits and inspection program of the respective airplane type 

remain valid . 

05 - 20 Scheduled M aintenance  

Scheduled Inspection  
as 

specified  
100h  Annual  

Flight check: Observe all in flight visible wing cover 

carefully in flight for anomalies, looseness or vibrations or  

buffeting. All non - visible  surfaces are carefully to be 

inspected after a dedicated flight that explores the 

respective V NE of the airplane a t bank angles approved for 

the airplane.  

  X 

Perform Bonding Check  (20 - 55 - 08) .   X 

Perform Fabric Tension Test ( Chapter 20 - 55 - 11  from 

ADxC- 51 - 001 - AMM latest revision ). 

  X 

Perform fabric check with MALTE Tester  (refer to MALTE 

Tester Manual Doc. N° ADxC - 51 - 901 - AMM). 

X12    

If blisters, bumps  or bubbles are present cut open the 

respective area and inspect for underlying corrosion 

(optical using a magnification of 10) and moisture. Repair 

as required according airplane manufacturer information. 

Patch up the  area with ORATEX® thereafter.  

  X 

 

12  First fabric check as defined in Chapter 04 - 10 and then every 2 years  
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Scheduled Inspection  
as 

specified  
100h  Annual  

Apply ORATEX® Wax on the complete fabric surface. Refer to 

Chapter 03 - 02.  

X 13    

05 - 50  Unscheduled M aintenance  

After extreme meteorological conditions perform Bonding Check  (20 -

55 - 08)  and fabric check with MALTE Tester  (refer to MALTE Tester 

Manual Doc. N° ADxC- 51 - 901 - AMM). 

 

13  After each fabric attachment and then recommended every 3 month s 
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20  Standard Practices - Airframe  

20 - 51  General  Preparations  

Delivery Criteria  

When re - coating an airplane with fabric one must be aware that the 

fabric is the means to transmit all lifting surfaces forces to the 

airframe. Thus it serves an essential, safety critical function. 

Nevertheless the fabric is 'just' a material and no part for which a POA 

manufacturer issues a form ONE.  

LANITZ-PRENA FOLIEN FACTORY GmbH, Leipzig, Germany, exercises stringent 

quality c ontrol. Usage of the material  is only permissible if the 

installer checks:  

¶ that the delivered good batch numbers (on package, respectively 

roller stamp  on ORATEX® base material) corresponds to the batch listed 

in the delivery papers and the accompanying ce rtificates.  

¶ that the followi ng quality criteria are met by the actual values listed in 

the accompanying delivery papers.  
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Material  
Prüfmerkmal  

(Test quality)  

Einheit  

(Unit)  

Sollwert 
(Nominal 

value) 

old spec 14  

Sollwert 
(Nominal 

value) 
new spec 

ADxC-51-DDP-001 
ORATEX® 6000 

Flächengewicht 
(Grammage) 

g/m²    140 - 190    140 - 190 

Schrumpf ïK 
(Shrinkage, warp) 

%    9,0 ï 15,0    9,0 ï 15,0 

Schrumpf ïS 
(Shrinkage, weft) 

%    9,0 ï 15,0    9,0 ï 15,0 

Höchstzugkraft-K  
(Max. pulling force, warp) 

N/50 mm  1330 - 1800 1530 - 1850 

Höchstzugkraft-S 
(Max. pulling force, weft) 

N/50 mm  900 - 1600 1530 - 1850 

Höchstzugkraftdehnung-K 
(Max. pulling force elongation, 

warp) 
%  12,0 ï 25,0 15,0 ï 25,0 

Höchstzugkraftdehnung-S 
(Max. pulling force  elongation, 

weft) 
%  12,0 ï 22,0 15,0 ï 25,0 

Berstdruck 
(Burst-pressure) 

kPa 2330 - 2700 2670 - 3050 

Bersthöhe 
(Burst-height) 

mm 8 - 12 8 - 14 

Weiterreißkraft-K 
(Tear propagation force, warp) 

N     20 - 55 16 - 45 

Weiterreißkraft-S 
(Tear propagation force, weft) 

N     20 - 55 16 - 45 

Chemische Beständigkeit 
(Chemical durability) 

i.O./n.i.O. 
(ok/not 

ok) 
i.O. i.O. 

ADxC-51-DDP-001 
ORATEX® rib bracing tape 

Flächengewicht 
(Grammage) 

g/m² 140 - 190 140 - 190 

Schrumpf ïK 
(Shrinkage, warp) 

% 9 ï 15 9 - 15 

Höchstzugkraft-K  
(Max. pulling force, warp) 

N/25 mm 600 - 950 750 - 950 

Höchstzugkraftdehnung-K 
(Max. pulling force elongation, 

warp) 
% 12 - 25 15 - 25 

Chemische Beständigkeit 
(Chemical durability) 

i.O./n.i.O. 
(ok/not 

ok) 
i.O. i.O. 

 

14  Last batch manufactured in 2016  
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Material  
Prüfmerkmal  

(Test quality)  

Einheit  

(Unit)  

Sollwert 
(Nominal 

value) 

old spec 14  

Sollwert 
(Nominal 

value) 
new spec 

ADxC-51-DDP-002 
ORATEX® UL600 

Flächengewicht 
(Grammage) 

g/m² 90 - 130 90 - 130 

Schrumpf ïK 
(Shrinkage, warp) 

% 7,0 ï 13,0 7,0 ï 13,0 

Schrumpf ïS 
(Shrinkage, weft) 

% 7,0 ï 13,0 7,0 ï 13,0 

Höchstzugkraft-K  
(Max. pulling force, warp) 

N/50 mm 850 - 1060 895 ï 1250 

Höchstzugkraft-S 
(Max. pulling force, weft) 

N/50 mm 550 - 950 895 - 1250 

Höchstzugkraftdehnung-K 
(Max. pulling force elongation, 

warp) 
% 10 - 20 10 - 20 

Höchstzugkraftdehnung-S 
(Max. pulling force elongation, weft) 

%  12 - 22 12 - 22 

Berstdruck 
(Burst-pressure) 

kPa 1260 - 1600 1500 - 1900 

Bersthöhe 
(Burst-height) 

mm 7 - 11 8 - 12 

Weiterreißkraft-K 
(Tear propagation force, warp) 

N 6 - 26 8 - 18 

Weiterreißkraft-S 
(Tear propagation force, weft) 

N 6 - 26 8 - 18 

Chemische Beständigkeit 
(Chemical durability) 

i.O./n.i.O. 
(ok/not 

ok) 
i.O. i.O. 

ADxC- 51 - DDP- 003  

ORATEX® DISPERSION HOTMELT 

ADHESIVE (premixed)  

Auslaufzeit 
(Flow time) 

s 

n/a 
 

18,0 ï 24,0 

Feststoffgehalt 
(Solid content) 

% 45,0 ï 55,0 

Dichte 
(Density) 

g/cm³ 1,06 ï 1,08 

Farbton u. ungel.Teile 
(Color and undissolved particles) 

i.O./n.i.O. 
(ok/not 

ok) 
i.O. 

Klebkraft 
(Adhesiveness) 

N/25 mm 
N/100 mm 

Ó 10.015 
Ó 40.0 

 

15  updated test standard defines new width of the test sam ples being 100  mm. The adhesive 

strength requirement of 10  N/25  mm than translates to a limit of 40  N/100  mm.  
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Material  
Prüfmerkmal  

(Test quality)  

Einheit  

(Unit)  

Sollwert 
(Nominal 

value) 

old spec 14  

Sollwert 
(Nominal 

value) 
new spec 

ADxC- 51 - DDP- 019  

ORATEX®6000 
with backside coating 

Flächengewicht 
(Grammage) 

g/m² 150 ï 210 150 ï 210 

Schrumpf ïK 
(Shrinkage, warp) 

% 9 ï 15 9 ï 15 

Schrumpf ïS 
(Shrinkage, weft) 

% 9 ï 15 9 ï 15 

Chemische Beständigkeit 
(Chemical durability) 

i.O./n.i.O. 
(ok/not 

ok) 
i.O. i.O. 

Höchstzugkraft-K  
(Max. pulling force, warp) 

N/50mm 1330 ï 1800 1530 ï 1850 

Höchstzugkraft-S 
(Max. pulling force, weft) 

N/50mm 900 ï 1600 1530 ï 1850 

Höchstzugkraftdehnung-K 
(Max. pulling force elongation, 

warp) 
% 12 ï 25 15 ï 25 

Höchstzugkraftdehnung-S 
(Max. pulling force  elongation, 

weft) 
% 12 ï 22 15 ï 25 

Berstdruck 
(Burst-pressure) 

kPa 2330 - 2700 2670 - 3050 

Bersthöhe 
(Burst-height) 

mm 8 - 12 8 - 14 

Weiterreißkraft-K 
(Tear propagation force, warp) 

N 20 ï 55 16 ï 45 

Weiterreißkraft-S 
(Tear propagation force, weft) 

N 20 ï 55 16 ï 45 



  A division of  

ORATEX® App lication  Manual   LANITZ-PRENA 

& Airplane Maintenance Manual Supplement   FOLIEN FACTORY GmbH 

Page 88  Issue: 06 - Mar- 2020  

Material  
Prüfmerkmal  

(Test quality)  

Einheit  

(Unit)  

Sollwert 
(Nominal 

value) 

old spec 14  

Sollwert 
(Nominal 

value) 
new spec 

ADxC- 51 - DDP- 020  

ORATEX® UL 600   
with backside coating 

Flächengewicht 
(Grammage) 

g/m² 110 - 140 110 - 140 

Schrumpf ïK 
(Shrinkage, warp) 

% 7 ï 13 7 ï 13 

Schrumpf ïS 
(Shrinkage, weft) 

% 7 ï 13 7 ï 13 

Chemische Beständigkeit 
(Chemical durability) 

i.O./n.i.O. 
(ok/not 

ok) 
i. O. i. O. 

Höchstzugkraft-K  
(Max. pulling force, warp) 

N/50mm 850 ï 1060 895 ï 1250 

Höchstzugkraft-S 
(Max. pulling force, weft) 

N/50mm 550 ï 950 895 ï 1250 

Höchstzugkraftdehnung-K 
(Max. pulling force elongation, 

warp) 
% 10 ï 20 10 ï 20 

Höchstzugkraftdehnung-S 
(Max. pulling force  elongation, 

weft) 
% 12 ï 22 12 ï 22 

Berstdruck 
(Burst-pressure) 

kPa 1260 - 1600 1500 - 1900 

Bersthöhe 
(Burst-height) 

mm 7 - 11 8 - 12 

Weiterreißkraft-K 
(Tear propagation force, warp) 

N 6 ï 26 8 ï 18 

Weiterreißkraft-S 
(Tear propagation force, weft) 

N 6 ï 26 8 ï 18 

For all other ORATEX® system materials listed in Chapter 03 the safety 

criticality does not warra nt a formal need for specific checks.  
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Trial Attachment and Bonding Check  

A leading  cause for a faulty bonding is the non - observation of the 

ORATEX® adhesive storage instruction especially where temperature is 

concerned.  

Further points of concern are  

¶ the f unction of the adhesion is in certain areas the only load path 

(unstitched integration ð and -  unstitched areas in stitched 

integration)  

¶ the total integration strength is dependent on the base material. So 

called òbackside coated materialó (ADxC- 51 - DDPñ019  and 020) 

features an additional layer that must transmit the forces from the 

actual embedded fabric to the underlying structure. More interf ace 

surfaces mean more potential failure modes and statistical higher 

chance of failure.  

To account for the higher statistical failure rate the backside coated 

material requires better results in the following test.  

Material  Test load  

ORATEX (DDP- 001 an d 002)  1.3kg (2.9  lb)  

ORATEX Backside coated (DDP - 019 and 020)  1.7kg (3.8  lb)  
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To ensure materials are in good condition  and to test your skill in 

handli ng these materials , perform the following trial bonding  as 

outlined in the figure below:  

Ẓ Attach a 25  mm wide fabric strip to a  substrate that equals the 

aircraft structure . Refer to Chapter 20 - 55  Fabric Application . The 

adhesive  area shall be 150  mm long.  

Ẓ Pull the free end of the fabric strip with a weight of 1.3  kg (2.9  lb) in 

an angle of minimum 90°.  For fabric with backside coating the weight 

must be 1.7  kg (3.8  lb).  

 

The bonding  must carry this weight. If it doesnõt: Check materials and 

attaching procedure. Repeat the trial bonding.  

Ẓ Increase the weight until fabric strip starts to be ripped off and 

immediately reduce the weight to 1.3  kg (2.9  lb)  or 1.7  kg (3.8  lb) 

respecti vely . 

The bonding  must again carry this weight. If it doesnõt: Check 

materials and attaching procedure. Repeat the trial bonding.  

Ẓ Repeat last step  several times.  

Skill Development  

It is advisable to start with a simple small wooden frame to learn 

handling the ma terials and tools. Then begin with smaller aircraft 

1.3 kg (2.9 lb)
or

1.7 kg (3.8 lb)

150 mm

25 mm

Minimum 90°
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parts such as stabilizers or control surfaces before applying fabr ic to 

the wing or the fuselage.  

Ambient Temperature  

For the correct application an according ambient temperature is 

necessary. Even the pr oducts can be used above 5 °C, we strongly 

recommend an ambient operational temperature of minimum 15 °C. It 

is difficult to work with cold hands and fingers. Also the drying times 

will be extremely extended at cold temperatures.  

20 - 52  Structure Prep aratio n 

All old adhesive and dope remnants  have to be removed from the 

structure to enable the ORATEX® Dispersion Hotmelt Adhesive to bond 

with the structure thoroughly.  

  DANGER  Explosion hazard due to abrasive  dust  and solvent vapors . 

Ẓ Remove adhesive and dope only in explosion proof rooms with 

exhaustion device.  

  WARNING  Poisoning hazard due to abrasive dust and  solvent  vapors.  

Thinners of approved dope and adhesive are poisonous and 

carcinogenic.  

Ẓ Wear externally ventilated protective clothing, pro tective goggles, 

chemical resistant gloves  and respiratory mask when removing 

adhesive and dope.  

Ẓ Remove old fabric , adhesive  and covering following the procedures 

and safety instructions of the respective manufacturers.  

Ẓ Debur the structure members.  

Steel or Aluminum  Structures  

Ẓ Clean surfaces with ORATEX® degreaser  according to the  Proper 

Cleaning  paragraph  on page 30 . 

Anodized structures do not need further treatment.  
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 NOTICE  Risk o f destroying the protective anodized layer.  

Ẓ Never sand or roughen anodized structures.  

Ẓ Apply anticorrosive coating, e.g. ORATEX® wash primer, to non -

anodized structures as per manufacturer õs security and data sheet. 

Wood Structures  

 IMPORTANT  Do not appl y any solvents after roughing the surface. The suction 

effect of the wooden structure  could reduce the  carrying capacity of 

the surface. Always work in the order outlined below:  

Ẓ Clean, degrease  and i mpregnate wood structures with standard 

solvents as per manufacturerõs security and data sheet. 

Ẓ Rough the surface with P120  sandpaper.  

Composite  Structures  

Ẓ Remove form release agent where necessary and /or  clean with 

standard solvents as per manufacturerõs security and data sheet. 

Ẓ Rough the surface with P 120  sandpaper.  

Further Treatment  

Ẓ After sanding clean the structure by mea ns of a vacuum cleaner. Use a 

suitably equipped  dust collection vacuum unit with necessary filters.  

Ẓ Pad sharp edges and framework nodes with ORATEX®UL600 straight 

edge  surface  tape. Atta ch several layers if necessary.  

Ẓ Cover the area by attaching  a final p atch.  

20 - 52 - 01  Inter - rib Bracing  

For inter - rib bracing ORATEX® rib bracing tape  is used.  

Inter - rib bracing is required whenever this is specified by the aircraft 

manufacturer. He also pre scribes where and how inter - rib bracing has 

to be done.  

If no aircraft manufacturer information is available, refer to AC43.13 -

1B § 2 - 6 for general informatio n. 
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Observe the following additional rules:  

¶ Attach the bracing tapes to the ribs as outlined in the  Fabric 

Application  Section . 

¶ Heat- tighten the loop areas of the bracing tape as necessary to 

receive an even tension. Use a heat gun. Also refer to the 20 - 55 - 10  

Heat Tightening  Section . 

¶ Heat- tighten the complete bracing tape  at 130  °C (266  °F) using a 

heat  gun.  

Speed = heated area/ 5 sec 

¶ Make sure that the tension on the rib bracing is built up uniform 

cord wise as well as spanwise.  

¶ In the later attaching process  the fabric must also be bonded to those 

areas, where it is in contact with the bracing tapes. So adhesive must 

be applied to both the bracing tape and the fabric  in the contact 

areas.  Also refer to Chapter 20 - 55 - 02  Adhesive A pplication  

 
inter-rib bracing tape 

apply adhesive 



  A division of  

ORATEX® App lication  Manual   LANITZ-PRENA 

& Airplane Maintenance Manual Supplement   FOLIEN FACTORY GmbH 

Page 94  Issue: 06 - Mar- 2020  

20 - 53  Principles of Fabric Application   

One of the main concerns in  fabri c application is to avoid peeling off 

the fabric by air forces in flight.  

For that reason observe the following principles:  

¶ Fabric overlaps must have a minimum length of 5 cm , unless the 

underlying structure  on the fabric edges  provides  th e adhesive areas 

with  a minimum length  of 5  cm. In this case the  minim um fabric 

overlap is 2 cm.  

 

underlying surface structure

adhesive area on fabric edge min. 5 cm

overlap min. 2 cm

overlap min. 5 cm

2,5 cm

2,5 cm

2,5 cm

2,5 cm

5 cm
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¶ Overlaps on leading and trailing edges shall reach from the up side to 

the bottom side and vice versa. Ensure that surface seams are placed 

on the bottom side only.  

 

¶ Wherever possible the fabric must be applied as a complete envelope 

with only one overlap  of min imum 5 cm. The overlap  shall be placed 

on the trailing edge  (up side and bottom side  2.5  cm).  

 

overlap/edge 

overlap/edge 

5 cm 

5 cm 

2.5 cm 

2.5 cm 

2.5 cm 

2.5 cm 

5 cm 

5 cm 

edge 

edge 

seams 

overlap 2.5 cm 

2.5 cm 
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¶ The overlap can also be placed  on the leading edge, which is 

advisable e.g. for con trol surfaces  in the lee side of the wing  or 

stabilizer . 

 

 IMPORTANT  The ORATEX® system is NOT approved for traditional partial coverage 

of a surface.  The only approved application  is 'all around' as describ ed 

in the following.  

¶ Where a complete envelope is not possible apply the fabric in two (or 

more) separate layers.  One on each sid e of the structure.  In this case 

the fabric  must always be attached to the leading edge and must 

reach to the trailing edge without interruption. Attachment s to the 

underlyin g surface structure must have a minimum length  of 5  cm 

and  fabric overlaps must be  minimum 2  cm. Otherwise the overlaps 

overlap min. 5 cm

overlap min. 2 cm

underlying surface structure  5 cmà
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must be minimum 5  cm and reach from one structure side to the 

other (min. 2.5  cm each side).  

 

¶ Overlaps on tube structures must have a minimum width of 5  cm. The 

overlap must reach min. 2.5  cm to the bottom side.  

 

overlap

overlap

overlap

overlap

5 cm

2 cm

2.5 cm

2 cm

2.5 cm

underlying surface structure  5 cmà

5 cm 

2.5 cm 
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¶ On fuselage structures the overlap must have minimum width of 

5 cm.  The overlap must reach min. 2.5  cm to the other side.  

 

¶ Never place a seam into the air flow  except on trailing edge . Span-

wise seams must be on the lee side. Seams in air flow direction are 

not critical.  

 

5 cm 

2.5 cm 

airflow 

wrong right 
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¶ Place an ORATEX®UL600 surface  tape  (str aight edge or pinked edge)  over 

each seam  independent of the seam orientation . Exceptions are 

seams next to the trailing edge.  

 

¶ Attach a n additional , according to the nose thickness (ca  5 ð 15  cm) 

wide ORATEX®UL600 surface  tape (straight edge or pink ed ed ge) to the 

leading edge to avoid damage to fabric by impacting particles.  This 

layer is sacrificial and can be replaced in case of need.  

 

surface tape

straight edge or pinked edge

seam

sacrificial layer
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20 - 54  Attachment of Fabric  

Generally  the fabric must be attached to the structure or an existing 

fabric layer whereve r there are areas of contact with it. These can be 

for example the leading edge, ribs, spars, trailing edge, skins , 

longerons etc.  

Special fastenings prescribed by the aircraf t manufacturer can be an 

exception to this proposition . For example, if the fabri c partly has to 

be fastened by clamping.  

In addition  to the contact areas , the fabric must be attached to the 

structure as follows:  

20 - 54 - 01  Tubes  

When fabric has to be attach ed to tubes, observe the following:  

Ẓ Where possible, a ttach the bottom fabric laye r making a 630° loop  

(e.g. on straight leading edge tubes) , as outlined in  the following 

Typical Attachment with a 630° Loop  paragraph.  

Ẓ Where a 630° loop is not possible, a tta ch the bottom fabric layer 

making a 270° loop around the tube.  

Ẓ Attach the outer f abric layer with a n overlap  of min. 5 cm. The overlap 

must reach min. 2.5  cm to the other/ bottom side.  

 

leading edge tube trailing edge or side tube 

270° 630° 

min. 5 cm 

2.5 cm 2.5 cm 

min. 5 cm 
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Typical Attachment with a 630° Loop  

Ẓ Place the structure part with the side to be covered downward on the 

working surface.  

Ẓ Place the fabric with the inner side (adhesive side) up on the working 

surface.  

Ẓ Cut out "U" shaped recess clearings for the ribs with a length 

according to the w inding length around the leading edge tube.  

By doing so you have produced flaps.  

 

Ẓ Place the fabric with the inner side (adhesive side) up on the structure 

part.  

Flap

Recess clearing
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Ẓ Place the fla ps under the leading edge tube.  

 

Ẓ Attach the flaps to  the leading edge tube  by ma king a 270° loop . 

 

270° loop
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Ẓ Apply adhesive as per Chapter 20 - 55 - 02  Adhesive A pplication  to the 

outside of the fabric in the leading edge tube area up to  the lowest 

point of the leading edge.  

Ẓ Let dry the adhesive.  

Ẓ Loop the fabric around the coated area of the leading edge tube.  

 

Ẓ Attach the fabric to the leading edge tube.  

Ẓ Attach the fabric to the ribs.  

630° loop
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Ẓ Cut out "U" shaped recess clearings for the ribs with a length 

according to the winding length around the trailing edge tub e. 

 

Ẓ Attach the fabric to the trailing edge tube making a  270° loop.  

 

Recess clearing

270° loop
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For such an attachment additional fabric is necessary. Calculate the 

margin for the pre - cut depending on the tube diameter using the 

following formula:  

Example: tube diameter 2 cm, 270°  loop (75% of complete loop):  

Ø x Ï x 75% = 3.14 x 2 cm x 0.75 = 4.7 cm  

Example: tube diameter 5 cm, 630° loop (175% of complete loop):  

Ø x Ï x 175% = 3.14 x 5 cm x 1.75 = 27.5 cm 

Example: tube diameter 2 cm, overlap ( 50% of complete loop  + 

2.5  cm): 

Ø x Ï x 50 % + 2.5  cm= 3.14 x 2 cm x 0. 5 + 2.5  cm = 5.64  cm 
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Typical Steel Tube Design  

The following figure shows fabric attachment on a typic al steel tube 

frame with shape strips . 

 

5 cm

overlap 5 cm

5 cm

overlapoverlap

shape strips

270° loop 270° loop

270° loop
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It is advisable to attach  a sacrificial tape  from  ORATEX®UL600 straight 

edge or p inked edge  surface  tape in  vulnerable  areas (prone to stone 

nicks etc.)  for easy exchange after damage.  

 

Tubes with Handle  

On tubes with handle or similar, mounting slits must be cut into the 

fabric so that they are perpendicular to the tube, to make 270°  

attachment loops possible . Never make slits parallel to the tube.  

 

Fabric embedded elements  

Where possible embedded elements such as reinforcements for glider 

air tow or winch launch release hook openings the fabric shall be 

sacrificial tape 

270° loop 
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bonded from both sides such t hat th e accumulated minimum bond 

width is 5  cm.  

 

20 - 54 - 02  Convex Curved Areas and Edges  

Such areas are for example  

¶ curved wing tip  bows  

¶ the outside of a curved tube  

¶ surface to root rib  edge  

During fabric application to those areas  it is necessary to tensi on and 

to shrink the fabric at the same time. Consider to provide an 

additional margin of min. 25  cm for the pre - cut , which allows  holding 

the fabric in the later tensioning and shrinking process . The 

additional margin also allows keeping the hand away fro m the hot 

airflow of the heat gun . 

 

reinforcement 
2,5 cm 

2,5 cm 

2,5 cm 

2,5 cm 

25 cm 
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 NOTICE  Risk of adhesive cohesion failure when applying temperatures above 

150  °C (302 °F). 

Ẓ Do not apply heat longer than 5 seconds  to a  fabric area.  

Ẓ Apply adhesive after shrinking process is completed if applicable.  

Ẓ Where shrinking is not sufficient to avo id wrinkling incise the fabric to 

get conical strips.  The strips must not be narrower than a third of the 

curve radius. Avoid overlaps by triangle shaped strips.  The strip 

length shall be min. 2.5  cm and shall not be  longer than the curve 

radius. In any case the adhesive area must have a width of 5  cm. 

Ensure that the incisions do  not come up  to the areas of airflow.  

 

Ẓ Cover the area of strips by attaching  an additional fabric layer 2  mm 

narrower than the area.  

 

2.5 cm 

5 cm  adhesive area  
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The order of the two last steps can also be changed:  

Ẓ Attach a layer of fabric to the structure first.  

 

Ẓ Then attach the fabric and the conical st ripes as outlined above.  

 

2.5 cm

5 cm adhesive area 



A division of    

LANITZ-PRENA  ORATEX® Application Manual  

FOLIEN FACTORY GmbH  & Airplane Maintenance Manual Supplement  

Issue: 06 - Mar- 2020  Page 111  

20 - 54 - 03  Concave  Curved Areas and Edges  

Such areas are for example : 

¶ the inside of a curved tube  

¶ wheel bays 

Ẓ Where the fabric cannot be stretched as necessary, in cise the fabric.  

Ẓ On curved parts several slits may be necessary to get strips. The 

strips must not be narrower than a third of the curve radius.  The strip 

length shall be min. 2.5  cm and shall not be longer than the curve 

radius. In any case the adhesive area must have a width of 5  cm.  

Ẓ Ensure that the incisi ons do not come up  to the areas of airflow.  

Ẓ Cover the inner surfaces with an additional fabric layer. The fabric 

must be about 2  mm narrower than the respective surface.  

 

2.5 cm adhesive area 5 cm 
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20 - 54 - 04  Corners  

Such areas are for example:  

¶ aileron or flap recesses  

¶ box - shaped openings  

Standard Procedu re 

Ẓ Cover the inner surfaces with an additional fabric layer.  

 

Ẓ Make cuts on the bottom fabric layer.  

 

cut
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Ẓ Attach the margins to the inner surfaces.  

 

Ẓ Proceed in the same manner for the top fabric layer.  
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Ẓ Attach a small fabric layer patch to each corner . 

 

Alternative Procedure  

Ẓ Attach fabric layer patch es to the corner s as shown below . These 

patches must have the height  of the w ing structure in the respective 

areas.  

 

patch

5 cm 5 cm 
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Ẓ Make cuts on the bottom fabric layer.  

 

Ẓ Attach the margins to the inner surfaces.  

 

Ẓ Proceed in the same manner for the top fabric layer.  

cut 
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20 - 54 - 05  Fabric Edges and Seams/ Overlaps  

For p roper attaching  fabric edges and seams/ overlaps proceed as 

follows:  

Ẓ Provide sufficient fabric for the fabric edge or seam/overlap plus 

some excess length (consider 5cm) , which will be cut later.  

Ẓ Clean the underlying structure or previously attached layer in th e area 

of the  fabric edge  or seam/overlap with ORATEX® degreaser according 

to the Proper Cleaning  paragraph on page 30 . 

 NOTICE  Ink can intrude into the fabric and cannot be removed later.  

Ẓ Do not use ink base d pe ncils, when marking the fabric.  

Ẓ Only use soft (HB) pencil.  

Ẓ Mark the line, where the fabric edge or seam/overlap shall end, with 

small dots from a small HB pencil or small pieces of ORATEX® fixing 

tape on the surface.  
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 NOTE  Do not touch the clean ed surface.  

The following step can be done with felt blade. The dot s have to stay 

visible and will later on be hidden by the seam/overlap.  

Ẓ Apply ORATEX® fixing tape as a limiting tape parallel to the marked dots  

or tape pieces  by pressing down thoroughly.  

 

Ẓ Remove the tape pieces.  



  A division of  

ORATEX® App lication  Manual   LANITZ-PRENA 

& Airplane Maintenance Manual Supplement   FOLIEN FACTORY GmbH 

Page 118  Issue: 06 - Mar- 2020  

Ẓ Apply adhesive to the underlying structure or previously attached 

layer in the area of fabric edge or seam/overlap.   

Ẓ Let the adhesive dry.  

Ẓ Repeat the application of adhesive and let dry again.  

 

Ẓ Apply adhesive to the seam/overlap . 

Ẓ Let the adhesive dry.  

Ẓ Repeat the application of adhesive and let dry again.  

Ẓ Attach  the fabric edge or seam/overlap up to a line of 5  mm distance 

to  the fixing tape.  

 

Ẓ To receive a proper mark for a cutting line, f old the fabric edge or 

seam/overlap back by 18 0° at a line 1  mm below the limiting  

5 mm

limiting tape or
pencil mark
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tape /pencil mark  and press firmly.  (The fabric will shrink about 1  mm 

during attaching process .) 

 

Ẓ Cut off the excessive  fabric  material at the folding  line . 

Ẓ Remove the limiting  tape.  

Ẓ Attach  the final 5 mm of the fabric  edge or seam/overlap thoroughly 

onto the surface . 

20 - 54 - 06  Fabric on Structure Edges  

In flight the structure edges between bonded and non - bonded fabric 

areas are subjected to a hinge effect due to air forces as outlined in 

the  following figure:  

 

Therefor e a proper bonding between fabric and structure is essential 

to ensure an equal load distribution in the area of edges (also refer to 

Chapter 20 - 55 - 08 Bonding  Check ). 

1 mm

limiting tape or
pencil mark

hinge effect

air forces
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Ẓ To achieve and optimal edge bonding, use the iron with a sealing  

angle of approx. 20° as shown in the following figure. During this 

process, a part of the iron should reach slightly into the fabric 

covered open bay area.  

 

iron
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20 - 55  Fabric Application  

The complete fabric application process consists of the fo llowing 

steps:  

¶ Fabric pre- cut  

¶ Adhesive application to the structure  

¶ Adhesive application to the fabric  

¶ Adhesive drying  

¶ Positioning  

¶ Fabric attachment  

¶ Heat tightening of fabric  

Generally the steps are to be performed in the order shown above. 

However in some  cases the ord er must be changed ; the following are 

examples for those exceptions:  

¶ In some cases the exact contact areas of fabric and structure are not 

known before other parts of fabric are already attached. The 

application of adhesive to the fabric and another drying  and fabric 

attachment process must then be performed later.  

¶ Sometimes it is necessary  to shrink the fabric before adhesive 

application  (air shrinking)  e. g.  if it is not possible to attach the fabric 

while or immediately after shrinking . 

20 - 55 - 01  Fabric Pre- Cut  

The procedure to get the right pre - cut for the fabric consists of three 

steps:  

¶ copy the contour of the structure to the inside of the fabric  

¶ add margins  for attachments and overlaps  

¶ add excess  for holding and tensioning the fabric during the 

attachm ent process . 

 NOTICE  Ink can intrude into the fabric and cannot be removed later.  

Ẓ Do not use ink based pencils, when marking the fabric.  

Ẓ Transfer the structure contour on the inner (texture) side of the fabric 

by lightly tracing with a lead pencil  type HB .  

For copying the contour of shallow parts like a wing, stabilizer or 

control surface, roll out the fabric on a table , inner (texture) side up , 
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and place the part on it. Mark all contact areas of the fabric with  the 

part lightly with a lead pencil  type HB . 

Alternatively , on symmetrical structure parts, you can place the fabric 

mirror inverted with the top side down on the opposite structure part. 

In this case potential production tolerances left/right need to be 

accounted for. To avoid wrinkles in the fabr ic, put it in pl ace by rolling 

it off the roll.  

 NOTICE  Damage or unintended tightening of the fabric due to heat of work 

light.  

Ẓ Ensure sufficient distance of the work lamp to the fabric with the aid 

of an IR thermometer.  

Ẓ Use an LED light if possible.  

Ẓ Position a protected work light with sufficient power under the 

structu re. This illumination will show the structure contour from the 

bottom s ide, which then can be easily traced.  

Ẓ When you intend to make a complete envelope, pivot the part on one 

edge and con tinue marking the contact areas.  

 

For copying the contou r of bulky parts like a fuselage, pre - attach the 

fabric with fixing tape for ORATEX® to the part and then mark the 

contact areas.  

Ẓ Mark margin s for attachments and overlaps.  

Ẓ Mark a reserve of about 2.5 cm.  

Ẓ Mark additional excess (25 cm) to be able to ten sion the fabric while 

attaching, or if space for holding the fabric is desirable.  
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If a serial production shall be established, a template can be made at 

this particular time.  

Ẓ Cut the fabric along t he new outer line  (pre - cut line) . 

 

Ẓ Make the final cuts and the slits just before attaching the respective 

fabric areas.  

20 - 55 - 02  Adhesive A pplication  

To prevent grease from being transferred from your hands to the 

airframe and covering, clean hands are e ssential, but you should not 

use hand cleaners, soaps, hand creams etc.  that contain moisturizers , 

oil or grease . They are protective for your skin but these substances 

can be easily transferred  to any surface just by touching them, also 

critically to both  the bottom and surface of the covering.  

It is essential to remove these finger marks before you start 

applicati on of adhesive. Otherwise, an optimal bond between fabric 

and airframe cannot be guaranteed.  

Furthermore,  before the adhesive is applied, you mu st ensure that the 

structure to be covered and the covering to be applied are completely 

free of dust and partic les. Failure to do so will result in their 

incorporation into the adhesive film and they will show up after the 

ironing process as irregularitie s and affect the bond strength.  

structure contour 

margin 

margin 

excess 

pre-cut line 

25 cm 

reserve 

reserve 
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Use the special  brush  for ORATEX® dispersion hotmelt adhesive . When 

using other brushes, the adhesive  could dry in the brush and form 

small particles, which would derange the surface.  

Apply adhesive  to the contact areas on b oth the structure  (or an 

existing fabric layer  or bracing tape ) and the inner (matter ) side of the  

new fabric in cluding its  margins  for attachments and overlaps.  Apply 

adhesive on the fabric 2.5  cm wider than necessary to have some 

reserve when positioning  the fabric to the structure.  

 

The adhesive  must form a thin cohesive film.  Visually check the 

integrity of the coating: the surface must look glitter y. If you detect 

any uncoated (mat) areas, complete the adhesive  coat.  

 NOTE  Absorptive ground (such as wooden structure) generally requires 

more ad hesive. One or more additional adhesive applications will be 

necessary to receive a  thin cohesive film.  This is extremely vital with 

moisture absorbing tropical wood, such as Okoume, as this kind of 

wood will com pletely absorb the first adhesive layer.  For this reason 

we recommend minimum two adhesive applications  on all surfaces. 

That means minimum two layer s onto the structure  and minimum two 

layers  onto the fabric . 

Where Type Design does not require stitching o r other mechanical 

interface  on areas less than 50  mm wide , the adhesive must be 

applied at least twice on each bonding surface  (also in case of metal 

ribs etc.) . 

structure contour 

2.5 

cm 

adhesive 

applied 
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Generally it is advisable to apply adhesive to the fabric before placing 

it to the structure.  

However in the following ca ses the adhesive must be applied to the 

fabric, when parts of it already attached:  

¶ If fabric has to be shrunk prior to adhesive application  

¶ If contact areas are not exactly known before  

Apply adhesive to these areas later  but make sure you give sufficient 

drying time allowance.  

20 - 55 - 03  Adhesive Drying  

Drying depends on temperature, humidity and coat thickness. Check 

with your fingertips  if the coat is dry.  If you are in doubt a drying time 

of 12 hours is recommended to achieve a  safe bonding quality.  

Temperatures above 50 °C (122 °F) will initiate the hardening process 

of the glue and make the coat useless.  

You can accelerate the drying pr ocess with warm air . Do not use air  

temperatures for drying above  30  °C (86  °F) in order to  have a save 

margin to the temperature at which the invi sible hardening process 

starts.  

20 - 55 - 04  Positionin g and Provisional Fixing  

Positioning  

Ẓ Position the fabric on the struc ture.  

Ẓ Ensure that the adhesive  surfaces match.  

Provisional Fixing  

The provisiona l fixing process may be modified due to structural 

conditions such as shape of wing or specifics in working methods (cf. 

Chapter 90 - 02  ROBIN DR Series and Jodel Aircraft ). If in doubt, 

contact ADC.  

During the now fo llowing  provisional fixing  process it is advisable, 

that helping persons pretension the  fabric.  
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This pretension i s extremely important with metal and especially 

aluminium designs as these have fairly high coefficient of expansion. 

When the temperature is b eing reduced, a wing can shrink several 

millimetres, which can lead to formation of bumps in the fabric.  To 

counteract this phenomena,  stretch the fabric by a comparable  value 

during the provisional  fixing  process . Due to the structural strength 

of the ORATEX® aircraft fabric, the  pretension you can use, always takes 

place in the elastic range of the product . 

The pre tension you can apply to the fabric will also produce a reserve 

for the later shrinking process. Avoid unnecessary bumps and waves.  

Begin the p rovisional fixing process on critical areas and then work to 

the easier areas. Generally, especially on large areas, it is advisable to 

begin in the centre of the area and then to work to the outside to 

minimize alignment mistakes.  

Ẓ Provisionally fix the fa bric at several points using a heat gun with a 

felt scraper. Provisionally f ixing shall be done with a r elative short 

residence time at a temperature of 50 °C (122 °F). 

Ẓ Move the heat gun in the following speed. The speed is relative to the 

diameter of heat ed area:  

Speed = diameter of heated area/ 2 sec 

This technique allows later slight adjustment (several mm ) by sliding 

the fabric over the structure  when then heated  to 90  °C (194  °F); 

however the fabric must not be released from the structure. If this 

shoul d be  necessary, apply new adhesiv e and await the drying 

process.  

 NOTICE  Never re - position the fabric , while the adhesive is cold . This  could 

result in tearing of wooden fibres from the structure.  

Ẓ Always heat the adhesive before re - positioning the fabric.  

20 - 55 - 05  Attaching the Fabric  

The attachment of fabric must be performed in two passes.  Each pass 

is done with its own method . The change of method  increases the 

liability of bonding.  

Method for the first pass:  

¶ Use of a heat gun in combination with a n ORATEX® felt blade or  
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¶ a heat gun while manually tightening the fabric  

¶ Setting of the heat gun is 90°C  

ese practices allow easy change of temperature and size of heated 

area by distance . This  is advantageous if fabric has  to be shrunk while 

attaching.  

The use of a felt blade  is flexible when applying fa bric to grooves, 

crimps, inner edges or corners.  This is also used to press the fabric 

tight onto the surface. The felt blade has the unique feature to 

compensate any irregularities from the surface (e.g. rib l acing cord) 

an enables by this means a complet e and homogeneous bond. It is 

only the felt blade, which helps you to evacuate trapped air from a 

joint.  

Observe the working set - up and working direction of the heat gun 

with felt blade, which is shown on the f ollowing figure. This method  

allows both, a hi gh pressure to the fabric and a pro per control of 

heat.  

 

First method for the second pass:  

¶ Use an ORATEX® iron  

¶ Setting of the iron is  

130°C or  

140°C with silicon release paper or self - adhesive sliding coating or  

90°C for underlying composite structures.  
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This practice allows higher control of load and residence time. It 

makes it also easier to maintain a scheme . Additionally the change of 

tool increases the liability of bonding.  

Second method for the second pass : 

¶ Use of a heat gun in combinatio n with an ORATEX® felt blade  

¶ Setting of the heat gun is  

180°C or  

90°C for underlying composite structures  

 NOTE  Heat gun temperature settings exceeding the stated limitations may 

be more comfortable/faster to work with b ecause they allow faster 

heat up and heat up of a larger area. However the risk of overheat 

damaging the fabric (meting) the adhesive or even the underlying 

structure is given. Therefore higher settings (max 200°C) are only 

permissible if the Temperature S canner is used and conformed to 

work properly.  :In this case the observed surface temperatures shall 

never exceed the 180°C limit (90°C on composite).  

After each pass  all seams have to be consolidated with the use of the 

press roll while they are hot. Spec ial care must be taken to avoid t he 

possible trapping of air. Also small wrinkles can be worked out easily 

by means of the press roll.  

Air Shrinking  

If fabric shrinking is necessary before attaching the fabric to the 

structure (air shrinking),  

Ẓ fold silicon  paper so that the silicone side of the paper is outside.  

Ẓ Insert corrugated cardboard in the folded silicone paper.  

Ẓ  Place the silicon paper covered cardboard between the fabric and the 

structure to avoid overheating of the underlying areas and 

unintentio nal bonding of the fabric.  

Ẓ Set the temperature of heat gun to max. 180°C (200°C with 

temperature scanner confirming s urface temperature below 180°C; 

90°C on composite) . 

Ẓ Apply hot airflow to the fabric for shrinking.  

Ẓ Remove silicon paper covered cardboard . 

Ẓ Attach the fabric.  
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 NOTE  If shrinking the fabric with adhesive applied attach the fabric 

immediately. If this is not possible, firstly shrink the fabric and apply 

adhesive later.  When cooled down before application, the adhesive 

turns useless after a shor t while (approx. 15 minutes). In this case 

new adhesive must be applied to the fabric.   

Using a Heat Gun in Combin ation with a n ORATEX® Felt 

Blade 

Ẓ Hold the heat gun in the distance necessary to apply the desired 

temperature.  

Ẓ Follow the heated area with the  felt blade  while applying load  of 3  kg 

(6.6  lb) .  

Ẓ To get a feeling for the correct pressure, check the weight prior to 

work on a scale.  

Ẓ To meet the necessary residence time, move t he heat gun in a certain 

speed.  
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The speed is relative to the diameter of he ated area:  

Speed = diameter  of heated area/ 5 sec 

 

During the bonding/pressing process, the fabric is heated up to 90°C 

and pressed down immediately by means of the right angle of the felt 

blade onto the surface. At this moment, all air enclosures have to be 

pushed out into t he not jet pressed down sectors. If not successful , 

reheat the affected sector again to allow the air enclosure to expand 

and work it out of the sector by pushing it forwards. While the fabric 

is heated up, you can immediately also try to lift it off sligh tly from 

the surface. This will help to push the trapped air out, too.  

After application of heat and when used in grooves, crimps, inner 

edges or corners, keep the felt scraper in place for min. 20  sec. until 

adhesive has cooled down.  

 NOTE  Once heated ab ove 50 °C (122 °F) fabric with hotmelt adhesive must 

be brought to the structure quickly  (within seconds)  and must not be 

heat gun 

heated area 

5 sec 

speed =  width of heated area 

5 sec. 
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removed. Removal of the fabric destroys the bonding. Slight 

adjustments are possible as long as the adhesive is ho t. When cooled 

down before application, the adhesive turns useless after a short 

while (approx. 15 minutes). In this case new adhesive must be applied 

to the fabric.   

 

 NOTICE  Structure damage may occur due to high temperatures.  

Ẓ Observe the temperature li mits of the underlying material . 

Ẓ Protect  the underlying material with silicon paper covered corrugated 

cardboard if applicable.  

If fabric shrinking is necessary during attachment increase the 

temperature to max. 200 °C (392 °F). When the required shrinking  has 

been re ached a final 10 sec process of 90 °C (194 °F) shall be 

executed.  

Performing an air shrinking as outlined in the Air Shrinking  Paragraph 

can also be necessary.  

Using a Heat Gun while Tightening the Fabric  

Follow this procedure when applying fab ric to conve x curved areas 

(such as wing tips, curved tubes etc.).  

To apply sufficient pressure, tighten the fabric over the convex curved 

areas while heating the fabric . 

 NOTICE  Structure damage may occur due to high temperatures. The 

temperature limits of the under lying material must be observed.  

Ẓ Protect the underlying material with silicon paper covered corrugated 

cardboard if applicable.  

Ẓ Hold the heat gun in the distance necessary to  apply the desired 

temperature.  

Usually  the temperature is higher than  90  °C (194 °F) to initiate 

shrinking [Max. 200  °C (392  °F)]. 

Performing an air shrinking as outlined in the Air Shrinking  Paragraph 

can also be necessary.  

 NOTE  After application of heat, always hold the tension of fabric for min. 

20  sec. until adhesive has cooled down.  
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Using an Iron  

During ironing apply pressure to the fabric  by the i ron weight in 

combination with your  forearm weight.  To get a feeling for the correct 

pressure , check the weight prior to work with a c old iron on a scale. 

To meet the necess ary residence time , move the iron with a certain 

speed.  The speed is relative to the iron length  or width : 

Speed = iron length  or width / 10  sec 

 

If the iron is not equipped with self - adhesive sliding coating , always 

place silicon paper between  the fabric  and the iron , when ironing, to 

avoid scratches or iron marks on the fabric. The glossy side of the 

silicon paper faces the fabric . 

20 - 55 - 06  Wrinkles, Blisters and Bumps  

Wrinkles occur during the attaching proc ess, when there is more 

fabric material than nee ded for the respective structure area.  

For that reason, Air Shrinking  has to be performed  to reduce the 

fabric material  before  attaching the fabric to the structure.  

If wrinkles occurred, do avoid under all c ircumstances, to push them 

into too small areas:  it will be very difficult or almost impossible to 

work them out. E.g., if you push a wrinkle into an area of 1cm, the 

heated area

heated area

10 sec

10 sec

speed = 

speed = 

length of heated area

width of heated area

10 sec.

10 sec.

iron

iron
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10% shrink will remove 1mm, if the area has 10cm, the shrink 

removes 1cm. So, in any case , always shrink in large scale.  

Sometimes bliste rs and bumps can arise when attaching fabric to air -

tight (in particular metallic ) ground.  

When applying the fabric, trapped air can be worked out by means of 

the heat gun and the felt blade.  

If the cause is a non - homogeneously applied adhesive layer, it i s well 

possible to melt it even, using the iron with self - adhesive sliding 

coating or silicon paper. In that case, the heat of the iron is increased 

to 140 °C (284 °F) and pressure is applied. Residence time:  approx. 10 

seconds.  

If trapped air cannot be wo rked out  perform the following:  

Ẓ Stick a hole with a fine needle into the blister or bump to let air 

escape.  

Ẓ Heat tighten the area of blister or bump as applicable (refer to 

Chapter 20 - 55 - 10  Heat Tightening ). 

Ẓ Attach  the area of blister/bump as per Chapter 20 - 55 - 05

 Attaching the Fabric . 

20 - 55 - 07 Attach ing Reinforcing and Surface Tape 

Ẓ Before attaching  the reinforcing and surface tapes to the airframe in 

the required areas, thos e areas must be cleaned with the ORATEX® 

Degreaser  according to the Proper Cleaning  paragraph on page 30 .  

  CAUTION  Burns possible due to high temperature.  

Ẓ Use security gloves agai nst the high temperatures where necessary.  

Ẓ Attach reinforcing  and surface tapes at 90  °C (194  °F) first pass and 

120  °C (248  °F) second pass using the same practices as outlined in 

Section  20 - 55 - 05  Attaching the Fabric . 

Due to the small areas it may be advisable to perform the first pass 

also with the iron.  
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20 - 55 - 08 Bonding  Check  

This check is not a strength test. The fabric shall only be slightly lifted 

to  be able to distinguish between bonded and non - bonded areas.  The 

edge visible when lifting must match the structure edge.  

Ẓ Lift the fabric in a field between ribs with a vacuum cleaner. Place the 

vacuum cleaner in the centre  of the field  for general inspec tion, closer 

to the respective edge for specific inspection . 

 

Ẓ Check the integrity of the bonding at the field edge. No delamination 

allowed.  

 

Ẓ If delamination is detected, cut out the delaminated area and repair as 

per Section 51 - 75 - 01  Repair of Fabric  ("wet repair") . 

good not good

vacuum cleaner

vacuum cleaner 

edge 
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20 - 55 - 09 Lacing  

Lacing i s required whenever this is specified by the aircraft 

manufacturer. He also prescribes where and how (with which kind of 

knots) lacing has to be done.  

If no aircraft manufacturer information is available, refer to AC43.13 -

1B § 2 - 10 fo r general information.  On gliders certificated by BVS at 

least convex areas must be laced.  

Lacing is also required wherever the contact of fabric with the 

structure is without pressure. For example: on even planes of a tube 

structure.  

 

The strength of the  lacing cord  has to be tested for each roll used.  

For the test a loop of the lacing is made with one knot and put under 

tension up to rupture. The load introduction elements may not be 

sharp edged (min d=5mm). Braking force may not be le ss than 

36.3  kg (80  lb).  

 

lacing 

min. 5 mm 

36.3 kg ( 80 lb) 
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Perform the following additional steps  prior to lacing : 

Ẓ Attach  ORATEX®6000 reinforcing tape  to the lacing areas. The tape must 

not be wider than the ribs. No holes for lacing are allowed in this 

tape.  

 NOTE  It is important, that holes are melted b y the radiation heat of the tip 

of the soldering iron, not by touching the fabric with the hot metal of 

the tip.  

Ẓ Melt the holes for lacing through the fabric by using t he tip of a hot 

soldering iron.  

After lacing  a final surface tape will be attached to th e lacing area. To 

obtain a reliable bonding of lacing cords and tape additional adhesive  

will be applied  (on pinked edge tape not in the area of the teeth).  

 

The adhesive can become yellow with time. When attaching the final 

surface tape, the adhesive sho uld not ooze out on the sides. To avoid 

this, the adhesive shall be applied only in an area, which is 1 mm 

narrower than the final surface tape used to account  for shrinking of 

the tape during application. For this purpose, the edges of this area 

lacing cord
reinforcing

tape
reinforcing

tape

additional
adhesive

additional
adhesive

additional
adhesive

additional
adhesive

final surface tape

final surface tape
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can be ma sked with fixing tape.

 

fixing tapefixing tape

1 mm1 mm

additional
adhesive

lacing cord  reinforcing tape

final surface tape
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 NOTE  The final surface  tape must always reach from the leading edge to the 

trailing edge as shown in the following samples:  

 

Apply final ORATEX®UL600 straight edge or pinked edge  surface  tape , 

25  mm wide r than  the reinforcing  tap e (use next bigger tape size).  If 

pl aced in the prop wash  the final surface  tape must be 50  mm wider 

than the previously  attached  reinforcing tape.  

sacrificial
leading edge
layer

overlap 5 cm

overlap 5 cm

overlap 5 cm

2.5 cm overlap

2.5 cm overlap

2.5 cm overlap

2.5 cm overlap

2.5 cm

lacing area

lacing area

lacing area

final surface tape

final surface tape

final surface tape

final suface tape

final surface tape
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The steps in detail:  

Ẓ Mask the edges of the adhesive area with fixing tape for ORATEX®. 

Ẓ Apply ORATEX® Dispers ion  Hotmelt  Adhesive  to the adhesive  area. 

Ẓ Remove the fixing  tape after adhesive application.  

Ẓ Allow the adhesive to dry.  

Ẓ Attach the final surface tape.  

20 - 55 - 10  Heat Tightening  

The fabric, where not bonded to the structure, must be tightened by 

temperature  and thus enabled  to transfer aerodynamic f orces to the 

aircraft structure.  

Depending on the shrinking requirements, h eat tightening needs a 

temperature between 110 °C  (230 °F) and 190 °C  (374 °F) applied for 

min. 5 seconds (residence time) . 

To achieve an equal and durable tension, the fabric must be shrunk 

all - over the tightening area. A punctual shrinking might let dis appear 

the bumps and waves, but on the less shrunk areas new bumps could 

occur later. Use a scheme to ensure that the tempera ture is applie d to 

each point of the fabric very evenly.  

 

Scheme samples
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 NOTICE  Ensure not to heat the bonded areas again. This  could release the 

bond  and the structure could be damaged by the higher 

temperatures . 

Maximum temperature for composite material : 90 °C (19 4 °F) 

Maximum temperature for wood : 180 °C  (356 °F) 

Ẓ Cover bonded or other endangered areas with thick corrogated 

cardboard . 

 NOTICE  Bending or other damage of filigree structure members (shape strips, 

ribs, etc.) possible due to heat tightening forces.  

Ẓ Apply heat care fully and evenly.  

Always perform at least two passes  on the unsupported fields : 

During the first pass  (or passes)  apply just as much heat as necessary  

to let disappear all bumps and waves in the fabric.  NOTE the used 

temperature.  

During the last  pass apply  20 °C (36 °F) more heat than in the first 

pass (or passes) to achieve an even fabric tension.  However the 

temperature must not exceed 190 °C  (374 °F). For the last pass always 

use an iron.  

If after hours or days bumps or waves occur  (mostly due to 

inhomog eneous heating) an additional last pass can be performed  

[+20 °C  (36 °F), Max . 190 °C (374 °F)]. This is possible at any time; for 

example if structure has shrunk in winter.  

Heat tightening can be done by  

¶ using an iron  

¶ using a heat gun  

¶ using a radiant heat er  

Using an Iron  

If the iron is not equipped with self - adhesive sliding coating , always 

place silicon paper (glossy side faces fabric) between the fabric and 

the iron to avoid scratches on the fabric. Work without load on the 

fabric.  

For the first pas s ad just the iron to 130 °C  (266 °F). Usually this should 

even the surface. If not, increase temper ature by 20 °C  (36 °F). 
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Speed = iron length  or width / 5 sec 

 

heated area

heated area

5 sec

5 sec

speed = 

speed = 

length of heated area

width of heated area

5 sec.

5 sec.

iron

iron
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Using a Heat Gun or a Radiant Heater  

Observe the following rules:  

¶ Begin at a large distance  

¶ Complete  your scheme before reducing the distance  

¶ Never work punctually  

¶ Work in large movements  

Speed =  diameter  of heated area/ 5 sec 

 

heat gun

heated area

5 sec

speed = 
diameter of heated area

5 sec
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20 - 55 - 11  Fabric Tension Test  

To check, if fabric tension is sufficient, perform the following:  

Ẓ Press a finger with a weight of 3 kg (6.6  lb) to the centre of a fabric 

field between ribs. (Check the weight prior to test on a scale).  

 

At room temperature the fabric must completely recover (smooth and 

tensioned) within 4  seconds after release. Otherwise perform further 

Heat Tighteni ng . 

3 kg (6.6 lb)
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20 - 56  Reinforcements  

20 - 56 - 01  Drain and Ventilation Holes  

Install drain and ventilation holes, where prescribed by the aircraft 

manufacturer.  

Ẓ Melt a hole of 5  mm diameter through the fabric at the specified 

location , sealing off the rim with  a solderin g iron.  

If reinforcements at drain and ventilation holes are prescribed by the 

manufacturer for this type of aircraft, proceed as follows:  

Ẓ Prepare a patch from ORATEX®UL600 surface  tape  with a diameter of 5 

cm using pinking shears.  

Ẓ Attach the patch to th e fabric  at the specified location . 

Ẓ Melt a hole of 5  mm diameter in the center of the patch  through both 

layers sealing off the rim with a  soldering iron.  

 

20 - 56 - 02  Fairleads  

Ẓ Reinforce the fabric in the area of fairleads and melt a hole as 

outlined in Chapter 20 - 56 - 01  Drain and Ventilation Holes . 

Ẓ Additionally attach 0.8 mm plywood rings or use aluminium  plates 

bolted against each other.  
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20 - 56 - 03  Inspection Openings  

Install all inspection openings in correct size  and location as defi ned 

by the aircraft manufacturer.  

Openings of the size used for inspections must have an overlap of 

5 cm.  

If the necessary materials and tools are available, the following 

procedure also can be performed not before an inspection is 

necessary.  

Ẓ Melt a hole in the fabric as necessary using a soldering iron.  

Ẓ Perform inspection (as applicable).  

Ẓ Prepare a patch that allows an overlap of 5 cm using pinking shears.  

Ẓ Attach the patch to the fabric.  

Ẓ Make triangle shaped slits in the inspectio n opening area  of the patch . 

The stripes shall have a width of a third of opening diameter.  

  CAUTION  Burns possible due to high temperature.  

Ẓ Use security gloves against the high temperatures.  

Ẓ Attach the stripes to the inside of the fabric.  To do so, i n contrast to 

normal procedure, heat up the strips with the heat gun and press 

them to the inside with your fingers.  

 

patch
5 cm
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20 - 56 - 04  Brackets  

Reinforce each area, where slits had to be made in the fabric due to 

penetrations of brackets or the like.  

Ẓ Seal off th e slit edges using a soldering iron.  

Ẓ Prepare a reinforcing patch that allows an overlap of 5 cm using 

pinking shears.  You can make the patch  from  ORATEX®UL600 straight 

edge or pinked edge surface  tape . 

Ẓ Repeat the slit and the sealing on the pa tch . 

Ẓ Attac h the p atch  to the fabric . 

 

2,5 cm
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20 - 57 Removal of  ORATEX® Fabric  

Applying heat of more than 150  °C (302 °F) for more than 5 seconds 

initiates a cohesion failure inside  the adhesive . This is a precondition 

for both the easy ripping  of f  the fabric from the struc ture and the 

easy removal of residual adhesive from the underlying structure with 

ORATEX® Adhesive Remover.  

On most composite str uctures an application of sufficient heat is not 

possible due to structure temperature limit s. Thus the removal 

procedures diff er depending on structure.  

Removal from  wooden or metallic structure  

 NOTICE  Damage to wooden  structure can occur when ripping off cold fabric.  

Ẓ Always apply sufficient heat (minimum 10 seconds) to soften the 

adhesive.  

 NOTICE  Damage to the structure can  occur by high temperatures.  

Ẓ Observe the temperature limits of the structure.  

Ẓ Apply heat using a heat gun or an iron  and then rip off the fabric.  

  WARNING  ORATEX® Adhesive Remover vapour  can be harmful to health.  

Ẓ Wear ventilated protective clothing, protective goggles, chemical 

resistant gloves  and respiratory mask when working with ORATEX® 

Adhesive Remover  

Ẓ Observe the instructions of the ORATEX® Adhesive Remover security 

and data sheet.  

Ẓ Remove adhesive remains using ORATEX® Adhesive Remover . 

  WARNING  Solvents can be harmful to health.  

Ẓ Wear ventilated protective clothing, chemical resistant protective 

goggles, and respiratory mask when working with solvents.  

Ẓ Observe the instructions of the solvent security and data sheet.  

Ẓ Clean the surface using  solvent.  

Removal from  composite structure  

Ẓ Rip off the cold fabric.  
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  DANGER  Grinding dust can be explosive.  

Ẓ Remove adhesive only in explosion proof rooms with exhaustion 

device.  

  WARNING  Grinding dust  can be harmful to health.  

Ẓ Wear ventilated prote ctive clothing and respiratory mask when 

working with in dusty conditions.  

Ẓ Vacuum the dust while grinding.  

Ẓ Use an explosion proof vacuum cleaner.  

Ẓ Remove adhesive remains by grinding.  

  WARNING  Solvents can be harmful to health.  

Ẓ Wear ventilated protect ive clothing, protective goggles, chemical 

resistant gloves  and respiratory mask when working with solvents.  

Ẓ Observe the instructions of the solvent security and data sheet.  

Ẓ Clean the surface using solvent.  

20 - 58 Coating  

For top coating on ORATEX® materi als only ORACOLOR® products are 

allowed. The materials are to be used with standard practises.  
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51  Standard Practices Structure  

51 - 70  Repair  

The ORATEX® fabric system knows two types of repair: Wet repair and 

dry repair. The dry repair is by mea ns of a self - adhes ive patch wit h 

very limited application approval . 

51 - 75 - 01  Repair of Fabric  ("wet repair")  

Smaller damage to the fabric (maximum 150  mm in any direction) can 

be repaired by attaching a patch with an overlap of 5 cm.  

If damage makes it necessary to renew th e fabric on a complete field 

between two ribs, the following applies:  

¶ The new fabric layer must always be attached to the leading edge and 

must reach to the trailing edge without interruption . 

 

¶ The new fabric layer must have overlap s of min. 5 cm on the e dges.  

¶ Lacing the new fabric layer to the ribs is required.  
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Small Damage  

Ẓ Cut out damaged fabric.  

Ẓ Seal off the edges of the damaged area using the radiant heat of a 

soldering iron.  

 

Ẓ If surface is lacquered, clean the surface with ORATEX® degreaser  

accordi ng to the Proper Cleaning  paragraph on page 30 . 

Ẓ Rough the surface of later adhesive area with P240 sandpaper.  

Ẓ Apply the ORATEX® degreaser for a second time.  

 NOTE  ORATEX® surfaces (if  not additionally lacquered) shall only be cleaned 

with ORATEX® degreaser.  

Ẓ Prepare a patch that allows an overlap of 5 cm using pinking shears.  

 

5 cm
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Ẓ Attach the patch to the damaged area.  

Ẓ Perform Heat Tightening . 

Renewal of a Complete Field between Ribs  

Ẓ Cut out damaged fabric.  

Ẓ Seal off the edges of the damaged area using the radiant heat of a 

soldering iron.  

Ẓ If surface is lacquered, clean the surface with ORATEX® degreaser  

according to the Proper Cleaning  paragraph  on page 30 . 

Ẓ Rough the surface of later adhesive area with P240 sandpaper.  

Ẓ Apply the ORATEX® degreaser for a second time.  

 NOTE   ORATEX® surfaces (if not additionally lacquered) shall only be cleaned 

with ORATEX® degreaser.  

Ẓ Prepare a patch that allows an overlap of 5 cm and that reaches from 

leading to trailing edge. Use pinking shears.  

 

Ẓ Remove old surface tape if necessary.  

Ẓ Atta ch the patch to the damaged area.  

Ẓ Perform Lacing . If the old fabric is already laced add a seco nd seam.  

Ẓ Perform Heat Tightening.  

51 - 75 - 02  Repair of Fabric ("dry repair")  

This repair is a minor repair using self - adhesive " ORATEX® dry repair 

sheet (A4)".  

The following limits are applicable for repair in areas of unsupported 

damaged fabric (rib field) . For repair of top coat damage without 

fracture of the underlying fabric no specific limitations apply.  
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The same holds true for repa ir of fabric in areas of underlying 

structural surface as long as the underlying structure itself is 

undamaged (for instan ce fabric covered plywood fuselage or wing 

leading edge ). 

Limits of Repair Application  

Maximum damage size:  40mm  

Damage not extending over ribs or other structure.  

Only one (1) repair can be performed on the same covering rib field.  

Any damage to suppor ting structure (ribs, spar, seams etc.) 

invalidates this standard minor repair. In case of doubt contact ADC. 

Approved underlying fabric:  

General according to:  (E)TSOC14b; 

AMS3804c;  

AMS3802  

Product designations:  ORATEX® UL600 

Ceconite 102 Āuncertifiedô 

Diatex 1500  

Cotton fabric  LN9121 100g/m²  

Maximum approved airplane never 

exceed speed V NE 

260km/h;  

140kts;  

161mph  

Wing loading maximum  44kg/m²  

9lbs/ft²  

The installer is responsible that all limitations of the application are 

adhered to.  

Parts, Toolin g or Material Required  

ORATEX® Repair - Sheet (A4)  18 - xxx - A4 

(xxx = Color code , see 03 - 01 Materials ) 

ORATEX® cleaner  08200, 08201, 08220  

ORATEX® degreaser   08245, 08246, 08247  

Heat- gun  0949 (only USA), 08470, 084 65, 08480  

Felt blade  0915, 0948  

Sealing iron  08420  
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Instructions  

Ẓ Make sure the airplane and the damage is eligible for this repair type 

(limitations above)  

Ẓ Airplane must be listed in chapter 04  as approved . 

Ẓ Make sure the available repair material shelf l ife as marked on the 

package is not expired (three years).  

Ẓ Make sure the ambient temperature is minimum 20°C.  

Ẓ Cut out damaged fabric (maximum 40mm in any direction).  

 

Ẓ Seal the edges of the damaged area using radiated heat of a soldering 

iron (not on cotto n fabric covers). Avoid direct contact of the 

soldering iron with the surface.  

 

Ẓ Clean the repair area using ORATEX® cleaner.  

Ẓ Degrease the surface using ORATEX® degreaser  according to the Proper 

Cleaning  paragraph on page 30 . 

These are two independent mandatory process steps.  

Ẓ If surface is lacquered, clean the surface with ORATEX® degreaser  
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Ẓ Rough the surface of later adhesive area with P600 sandpaper.  

Ẓ Apply the ORATEX® degreaser for a s econd time.  

 NOTE  ORATEX® surfaces (if not additionally lacquered) shall only be cleaned 

wit h ORATEX® degreaser.  

Ẓ After sanding the surface repeat the process of degreasing.  

Ẓ Cut the repair patch circular according to the damage size with an 

overlap of mini mum 80  mm, preferably using pinked edge scissors. 

Where no such tool is available make sure t o round off the corners of 

the patch.  

 

Ẓ Where 80  mm overlap are not possible due to proximity of a 

structural end, make sure to have at least 50  mm patch material 

extending over the respective edge.  

Ẓ Mark the position of the patch on the surface using a sof t pencil 

(grade HB).  

8 cm
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 IMPORTANT  Do not apply the patch in environmental temperature conditions 

below 20°C.  

 IMPORTANT  Never touch the adhesive side of the patch.  

Ẓ Therefore , separate the patch and the backing paper using adhesive 

film tape after positioning the patch on the surface.  

 

Ẓ Fold the backing paper back and remove the first half.  

 

Ẓ Press the patch on using a felt blade.  
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Ẓ Apply the second half while removi ng the remi nder of the backing 

paper.  

 

The final adhesive strength is gained by temperature application of 

80  °C for at least 30  sec at any given point.  

 IMPORTANT  A temperature regulation on the heat gun is mandatory  

 IMPORTANT  Make sure to not exceed  this temperature at this stage. Otherwise the 

ORATEX® material starts to shrink before the adhesive strength is 

reached. To cross check the t emperature you determine the 

adjustment needed to start the shrinking process. This is the case at 

100  °C. 

Ẓ Set the  heat gun to 80°C . 

Ẓ  Move the heat gun  very slowly over the area of the adhesive bond at 

a speed not exceeding 50mm/30sec to ensure complete heat up. The 

distance of the heat nozzle to the fabric shall be 5 to 10mm. During 

this pr ocess press  the patch repea tedly on the underlying surface 

using the felt blade.  

 

Ẓ Allow sufficient time to cool down completely.  
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Ẓ Apply slip marks along the perimeter of the applied patch prior the 

next process step. For repair in the area of the wing lea ding edge to 

30% of the win g cord  the slip marks have to be applied using a 

permanent marker otherwise use a soft pencil (HB). Slip marks do not 

need to be big, but clear.  

 

Ẓ Restore the original surface tension by heating the patch only in  the 

damaged area ð not aro und the edges -  in 10° increments to 

temperatures above 100°C using the ORATEX® sealing iron. Make sure 

to not undue heat the adhesive area. The temperature is increased 

only until the original surface tension is reached. Do not unnecessarily 

heat up more than required. Maximum temperature for this process 

step is 200°C.  

Ẓ Inspect the slip markings to ensure the patch adhesive has not 

slipped.  

 

Ẓ In case slipping is detected remove the patch and redo the process 

with a new piece of material.  

Ẓ For repair which a re NOT located in the area between the wing leading 

edge to 30% of the local cord  the slip marks can be removed.  

Ẓ NOTE release to service into aircraft log book  
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90  Information for Specific 

Airplanes  
This Chapter presents informat ion that apply to specific a irplanes. 

The information herein ex ceed and sometimes supersede the general 

considerations and regulations in this manual an d adds hands - on 

experience  gained with the ai rplanes mentioned in the following.  

Even if not referenced  to your aircraft, read this  Chapter in order to 

increase your understanding of the subject discussed  in this Manual 

and to receive additional  practical knowledge.  
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90 - 01  ANTONOV AN - 2 

ANTONOV uses a specific clamping technique as outlined in the 

following F igure to attach the fabric t o the ribs.  Where clamped the 

fabric will  not be glued on.  

 

For that reason, the order of work steps has to be changed:  

Ẓ Perform the fabric pre - cut as per Chapter 20 - 55 - 01  Fabric Pre-

Cut . Consider that the ANTONOV clamping techni que will require 

1 cm per rib additional fabric  length in spanwise direction . 

Ẓ Attach the fabric to the ribs following the ANTONOV instructions.  

 NOTICE  Fabric damage when tilting the special tool.  

Ẓ Align the special tool parallel to the pro file.  

Ẓ Watch the fabric especially in the area of profile edges when using the 

special tool.  

It is a dvisable to prepare a special tool as shown in the Figure above  

to press the strips into the profiles . 

In the area of rib ends fabric bumps and waves will  arise.  

surface tape

reinforcing tape

special tool

rib

profile

1 2
Nf3

clamping strip

Nf3
clamping strip

3 cm

5 cm
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Ẓ Shrink the fabric around the rib ends heating a large area.  

 

Ẓ Only now apply the adhesive to the remaining fabric and struct ure  as 

per Chapter 20 - 55 - 02  Adhesive A pplication . 

Ẓ Proceed as outlined in this Manual.  

Ẓ Attach  ORATEX®6000 reinforcing tape  on the clamping areas with a 

width of 30  mm as per Chapter 20 - 55 - 07 Attach ing Reinforcing and 

Surface Tape. 

Ẓ Attach a further ORATEX®UL600 straight edge or pinked edge  surface  

tape in a width of 50 mm  on  this reinforcing tape . 

rib 

heat gun 

large shrinking area 
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90 - 02  ROBIN DR Series and Jodel Aircraft  

Documents  

Use the following Robin docum ents  in combination with this Manual:  

¶ DR400 Structural Repair Manual, Issue 2, Amdt 1, Doc. N ° 1000853 

GB 

¶ Robin SB 122 and 154  

¶ Robin NOTE NAV 97 - 1 

Wing Jig 

If you have to cover Robin wings more frequently we recommend 

assembling a wing jig that holds the w ing in the wing fi xing brackets 

and can be turned  by 90° and 180°. In the base position, wing top side 

up and in the 180° opposite position wi ng top side down, the 

adhesive is applied and the fabric is ironed on. In the 90° position 

(wing vertical) lacing is done . 

 

Drain and Ventilation Holes  

Before you start with the covering, it is mandatory, to check, if all 

ventilation/drain holes are prese nt. In case holes are missing, blocked 

or not functioning, they have to be drilled or cleaned before the 

ORATEX 6000 is attached.  

The following visualization of drain and ventilation holes is limited. 

Drain and ventilation provisions on these other, not s hown 

components have to be present according applicable manufacturer 

Type design definition.  

 NOTE  The visualisat ions are partly taken from the òunstiched integrationó 

version of the wing. The locations of the drain holes are the same.  
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Wing 
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Aileron  

 

Tailplane  
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Special Lacing Technology  

Due to the lacing technology that applies here the following 

conside rations have to be done:  

Working Order  

Ẓ Attach the fabric on the top wing surface first. Lacing the top wing 

fabric is quite difficult  with bottom wing fabric attached.  

Rib Lacing  

On some rib areas rib lacing is prescribed by the manufacturer . The 

rib lacin g cord s have to be picked up with a nee dle during the later 

fabric stitching  process and must not be glued on the surface.  

Ẓ Attach these areas not before fabric stitching  is completed.  

However ORATEX®6000 reinforcing tape  must be attached to those areas 

pri or to lacing. To prevent the fabric and  the rib lacing  cord s from 

unintentional gluing proceed as follows:  

Ẓ Prepare a cardboard strip of a suitable size.  

Ẓ Firmly surround the cardboard strip with Sil icon Release Paper, the 

silicon side outside.  

Ẓ Push the car dboard strip in between the wing structure and the fabric.   
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Ẓ Attach the reinforcing tape (refer to Chapter 20 - 55 - 07 Attach ing 

Reinforcing and Surface Tape). 

Ẓ After you have ironed on th e reinforcing tape and the whol e has 

cooled off, remove the cardboard strip.  

Corners  

Before  commencing with the actual fabric application  process  attach 

fabric layers to the corners as outlined in the following figure. The se 

layers must have the width of t he wing structure in the respec tive 

areas. Also refer to Chapter 20 - 54 - 04  Corners . 

 

Adhesive Application  

In contrast to the instructions of the Robin NOTE NAV 97 - 1, the 

ORATEX® principle that fabric must be attached to all contact areas with 

th e structure remains valid. Thus adhesive must be applied to all rib s 

and the corresponding fabric areas (two times) as outlined in Chapter 

20 - 55 - 02  Adhesive A pplication .  

To achieve a proper overlab on the bottom s ide of the leading edge 

refer to Chapter 20 - 54 - 05  Fabric Edges and Seams/ Overlaps . 

wing contour 

5 cm 

5 cm 

right wing 
symmetrically 

5 cm 

5 cm 
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The exact position of the o verlab can be obtained from the following 

figures, which show the right bottom side of the wing.  

Ẓ Place a limitation tape for adhesive on the overlab line using auxiliary 

markers.  
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Ẓ Stuck the limitation tape along the wing tip, the same way as shown in 

the following photo.  

 

Ẓ Apply adhesive to the whole bottom structure of the wing, limited by 

the limitatio n tape only.  

Ẓ After the first adhesive layer has dried thoroughly, apply a second 

layer.  
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Fabric Pre - cut  

We recommend the following margins and excesses (refer to Chapter 

20 - 55 - 01  Fabric Pre- Cut ): leading edge area 2 0 cm, tip area 

25  cm, trailing edge 20  cm. In the area of the center rib the fa bric 

should have a margin of 2 0 cm in the direction of the opposite wing.  

 

Positioning  

Ẓ Start with the top  side  of the wing and place the fabric on the 

structure.  

Ẓ Ensure the adh esive areas of the fabric match the underlying 

structure.  

Provisional Fixing  

In contrast to the information given in Chapter 20 - 55 - 04

 Positionin g and Provisional Fixing   the provisional fix ing procedure 

must be alte red  here due to the special shape of the ROBIN wing and 

the high tension forces necessary to avoid wrinkles.  

The general working order and the direction to which the fabric shall 

be tensioned in the attaching  process  to avoid wrin kles  is shown in 

the follo wing figure.  

20 cm

20 cm

20 cm

20 cm

20 cm

20 cm20 cm

20 cm

25 cm
wing contour
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 NOTE  Extra care must be taken not  to fix  the fabric in the area of  the rib 

lacing cord s at this process step . 

Ẓ Use a heat gun set  to 9 0°C and a felt blade.  

Ẓ Always hold the fabric in place under tension until the glue has cooled 

off.  

Ẓ Start att aching  the fabric  on the centre area of  rib 8 (dihedral rib), 

(working  1).  

Ẓ Continue with the centre area of the root rib  (working 2 ).  

Ẓ Proceed to attach the fabr ic at the wing tip (working 3).  

 

Attaching the Fabric  

 NOTE  Do not join the fabric to the le ading edge or trailing edge planking at 

this stage. It might be necessary to perform air shrinking prior to 

attaching the fabric to the planking.  Refer to the Air Shrinking  

Paragraph in Chapter 20 - 55 - 05  Attaching the Fabric . 

Ẓ Always hold the fabric in place un der tension until the glue has cooled 

off.  

1
2

3

tensioning

working
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Ẓ Attach the fabric now to the complete dihedral rib  (working 4) , root 

rib (working 5) and wing tip (working 6 ) the same way.  

 

Ẓ Use the air shrinking technique prior to attaching the fabric in the 

following if wrink les occur . 

Ẓ Proceed to attach the fabric to every single rib.  

Ẓ Continue  on the nose planking  working from the inside out . Let the 

fabric excess for the later nose overlap w ith the bottom side fabric 

hang over the leading edge.  

 

6
4

5

tensioning

working
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Ẓ For attach ing  the fabric on  the trailing edge consider the following 

information . 

The figure below shows the trailing edge variants and the prescrib ed 

attachments:  

 

Item 1 shows the standard trailin g edge shape with hollow sector . The 

drain holes are obligatory to prevent damage by moisture, rain or 

water. See the following picture  

Item 2 shows the reinforced trailing edge in the area of hinges   

 

Ẓ Perform  a second pass on  all the fabric on the top  side of the wing 

where it is glued to the structure . 

Ẓ Perform Heat Tightening  in the area of  hollow sectors with the iron at 

a temperature setting of 160°C, to tauten the open bay area and to 

perform a thermosetting.  

Ẓ After fabric attachment melt  the drain hol es into the ORATEX® at the 

lowest point of every single hollow chamber  as per chapter 20 - 56 - 01

 Drain and Ventilation Holes . 

Ẓ Turn the wing.  

drain hole

1 2

hollow sector



A division of    

LANITZ-PRENA  ORATEX® Application Manual  

FOLIEN FACTORY GmbH  & Airplane Maintenance Manual Supplement  

Issue: 06 - Mar- 2020  Page 173  

Ẓ Proceed with fabric attachment on the bottom  side of the wing  in the 

same m anner as on the bottom sid e. Observe the information 

especially about overlaps in Chapter 20 - 53  Principles of Fabric 

Application . 

Lacing  

Refer to Robin terminology and instructions presented in the DR400 

Fabric Cov ering Stitching and Lacing Specification  paragraph of the 

DR400 Structural Repair Manual  (applicable to DR200/300/400 

Series). 

Ẓ Use ORATEX®6000 reinforcing tape , which has exactly the width of the 

rib.  

This is valid for both the rib lacing/fabric stitching technic and the 

fabric lacing technique . 

 

 IMPORTANT  Where the fabric lacing technique is applicable melt the holes for the 

fabric lacing cord  with the radiant heat of a soldering iron prior to 

attaching the reinforcing  tape. This will avoid thermal expo sure of the 

tape edges during the melting process of the holes or even melting 

parts of the tape edges.  

The ORATEX® fabric is much finer than oth er fabrics. So it is not as easy 

to distinguish single fabric threads.  

fabric lacing
chord

fabric stitching
chord

rib lacing
chord

reinforcing tape

additional
adhesive

surface tape
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Ẓ When using stitching knots (both triple and quadruple loop) stitch  

around minimum 3  mm of fabric  + ORATEX®6000 reinforcing tape . 

 

rib lacing chord

minimum 3 mm

double strand of thread
for fabric stitching

fabric + reinforcing tape
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90 - 03  Scheibe Bergfalke  

Ailerons  

Ẓ Attach the  fabric to the ailerons of a Bergfalke as shown in the 

scheme below.  

 

All other working steps are standard procedures as presented in this 

manual.  

  

sacrificial layer
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91  Information for Airplanes with 

Specific STC 
This Chapter presents information that apply to airplanes f or which 

specific STCs modify  the default method of fabric application 

described in the original type design and maintenan ce data.  

The information herein exceed and sometimes supersede the general 

considerations and regulations in this manual and adds hand s- on 

experience gained with the airplanes mentioned in the following.  
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91 - 01  ROBIN DR Series and Jodel Aircraft  with  

òunst it ched  integration STCó 

This Chapter is applicable, when ORATEX® system with unstitched 

integration on DR - series shall be installed.  

¶ For this integration a structural modification is required for which a 

specific engineering order is issued.  

¶ For this insta llation inter - rib bracing  is not needed.  

¶ For this installation f abric with backside coating is NOT allowed.  

Documents  

Use the following Robin documents in combination with this Manual:  

¶ DR400 Structural Repair Manual, Issue 2, Amdt 1, Doc. N° 1000853 

GB 

¶ Robin SB 122 and 154  

¶ Robin NOTE NAV 97 - 1 

¶ ADxC - 51 - 401 - AMM DR- Series Airplane Maintenance Manual 

Supplement  

Wing Jig 

If you have to cover Robin wings more frequently we recommend 

assembling a wing jig that holds the wing in the wing fixing brackets 

and can be t urned by 90° and 180°. In the base position, wing top side 

up and in the 180° opposite position wing top sid e down, the 

adhesive is applied and the fabric is ironed on.  

 

Drain and Ventilation Holes  

Before you start with the covering, it is mandatory, to check, if all 

ventilation/drain holes are present. In case holes are missing, blocked 
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or not functioning, th ey have to be drilled or cleaned before the 

ORATEX 6000 is attached.  

The following visualization of drain and ventilation holes is limited. 

Drain a nd ventilation provisions on these other, not shown 

components have to be present according applicable manuf acturer 

Type design definition.  

Wing 
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Aileron  

 

Tailplane  
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Corners  

Before commencing with the actual fabric application process  attach 

fabric layers to the corners as outlined in the following figure. These 

layers must have the width of the wing structure in the respective 

areas. Also refer to Chapter 20 - 54 - 04  Corners . 

 

Adhesive Application  

In con trast to the instructions of the Robin NOTE NAV 97 - 1, the 

ORATEX® principle that fabric must be attached to all contact areas with 

the structure remains valid. Thus adhesive must be applied to all ribs 

and the corresponding fabric areas (two times) a s outl ined in Chapter 

20 - 55 - 02  Adhesive A pplication .  

To achieve a proper overlab on the bottom side of the leading edge 

refer to Chapter 20 - 54 - 05  Fabric Edges and Seams/ Overlaps . 

wing contour 

5 cm 

5 cm 

right wing 
symmetrically 

5 cm 

5 cm 
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The exact position of the overlab can be obtained from the following 

figures, which show the right bottom side of the wing.  

Ẓ Place a limitation tape for adhesive on the overlab line using auxi liary 

markers.  
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Ẓ Stuck the limitation tape along the wing ti p, the same way as shown in 

the following photo.  

 

Ẓ Apply adhesive to the whole bottom structure of the wing, limited by 

the limitation tape only.  

Ẓ After the first adhesive layer has dried thoro ughly, apply a second 

layer.  
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Fabric Pre - cut  

We recommend the fol lowing margins and excesses (refer to Chapter 

20 - 55 - 01  Fabric Pre- Cut ): leading edge area 20  cm, tip area 

25  cm, trailing edge 20  cm. In the area of the center rib the fabric 

should have a margin of 20  cm in the di rection of the opposite wing.  

 

Positioning  

Ẓ Start with the bottom side of the wing and place the fabric on the 

structure.  

Ẓ Ensure the adhesive areas of the fabric match the underlying 

structure.  

Provisional Fixing  

In contrast to the information given in Cha pter 20 - 55 - 04

 Positionin g and Provisional Fixing   the provisional fixing procedure 

must be altered here due to the special shape of the ROBIN wing and 

the high tension forces necessary to avoid wrinkles.  

The general  working order and the dir ection to which the fabric shall 

be tensioned in the attaching process to avoid wrinkles is shown in 

the following figure.  

Ẓ Use a heat gun set to 9 0°C and a felt blade.  

Ẓ Always hold the fabric in place under tension until the glue h as cooled 

off.  

20 cm

20 cm

20 cm

20 cm

20 cm

20 cm20 cm
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25 cm
wing contour
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Ẓ Start attac hing the fabric on the centre area of rib 8 (dihedral rib), 

(working 1).  

Ẓ Continue with the centre area of the root rib (working 2).  

Ẓ Proceed to attach the fabric at the wing tip (working 3).  

 

Attaching the Fabric  

 NOTE  Do not j oin the fabric to the lead ing edge or trailing edge planking at 

this stage. It might be necessary to perform air shrinking prior to 

attaching the fabric to the planking. Refer to the Air Shrinking  

Paragraph in Chapt er 20 - 55 - 05  Attaching the Fabric . 

Ẓ Always hold the fabric in place under tension until the glue has cooled 

off.  

1
2

3

tensioning

working
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Ẓ Attach the fabric now to the complete dihedral rib (working 4), root 

rib (working 5) and wing tip (work ing 6) the same way.  

 

Ẓ Use the air shrinking technique prior to attaching the fabric in the 

following if wrinkles occur.  

Ẓ Proceed to attach the fabric to every single rib.  

Ẓ Continue on the nose planking working from the inside out.  Refer to 

the Adhesive Appl ication  Paragraph of this Chapter for achieving a 

proper overlap.  

6
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working
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Ẓ For attaching the fabric on the trailing edge consider the following 

information.  

The f igure below shows the trailing edge variants and the prescribed 

attachments:  

 

Item 1 shows the standar d trailing edge shape  with hollow sector . The 

drain holes are obligatory to prevent damage by moisture, rain or 

water. See the following picture . 

Item 2 shows the reinforced trailing edge in the area of hinges   

 

Ẓ Attach the fabric to the trailing edge . 

Ẓ Perform a second pass on  all the fabric on the bottom side of the 

wing where it is glued to the structure.  

Ẓ Perform Heat Tightening  in the area of hollow sectors with the iron at 

a temperature setting of 160°C, to tauten the open bay area and to 

perform a ther mosetting.  

drain hole

1 2

hollow sector
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Ẓ After fabric attachment melt the drain holes into the ORATEX® at the 

lowest point of every single hollow chamber as per chapter 20 - 56 - 01

 Drain and Ventilation Holes . 

Ẓ Turn the wing.  

Ẓ Proceed with fabric at tachment on the top side of the wing in the 

same manner as on t he bottom side. Let the fabric excess for the later 

nose  overlap with the bottom side fabric hang over the leading edge.  

 

Ẓ Turn the wing once more.  

Ẓ Attach the nose overlap observing  the informa tion especially about 

overlaps in Chapter 20 - 53  Principles of Fabric Application . 
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